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The 4 pages reserved for customer use are at the top of the EPROMs, 
and start at address 2005 F800 (halt protected space) or 2007 F800 (halt 
unprotected space). These areas are not burned and may be reburned by 
OEMs or end users. The area is not tested by the KA650 firmware and is 
not included in the checksum. 

4.7.2 Call-Back Entry Points 

The KA650 firmware provides several entry points that facilitate I/O to 
the designated console device. Users of these entry points do not need to 
be aware of the console device type, be it a video terminal or workstation. 

The primary intent of these routines is to provide a simple console device 
to VMB and secondary bootstraps, before operating systems load their 
own terminal drivers. . 

These are JSB (subroutine as opposed to procedure) entry points located 
in fixed locations in the firmware. These locations branch to code that in 
turn calls the appropriate routines. 

All of the entry points are designed to run at IPL 31 on the interrupt 
stack in physical mode. Virtual mode is not supported. Due to internal 
firmware architectural restrictions, users are encouraged to only call into 
the halt protected entry points. These entry points are listed below. 

CP$GET_CHAR_ 2004 0008 
R4 
CP$MSG_OUT_ 2004 OOOC 
NOLF_R4 
CP$READ_ WTH_ 2004 0010 
PRMPT_R4 

4.7.2.1 CP$GETCHAR_R4 

This routine returns the next character entered by the operator in RO. 
A timeout interval can be specified. If the timeout interval is zero, no 
timeout is generated. If a timeout is specified and if timeout occurs, a 
value of 18 (CAN) is returned instead of normal input. 
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Registers RO, Rl, R2, R3, and R4 are modified by this routine, all others 
are preserved. 

;---------------------------------------------------------------------
; Usage with timeout: 

movl 
jsb 
cmpb 
beql 
; Input 

#timeout in tenths_of_second,rO 
@#CP$GET-CHAR R4 
rO, #"xI8- -
timeout handler 
is in RO. 

Specify timeout. 
Call routine. 
Check for timeout. 
Branch if timeout. 

i---------------------------------------------------------------------
; Usage without timeout: 

clrl 
jsb 

rO 
@#CP$GET_CHAR_R4 

; Input is in RO. 

Specify no timeout. 
Call routine. 

;---------------------------------------------------------------------

4.7.2.2 CP$MSG_OUT_NOLF _R4 
This routine outputs a message to the console. The message is specified 
either by a message code or a string descriptor. The routine distinguishes 
between message codes and descriptors by requiring that any descriptor 
be located outside of the first page of memory. Hence, message codes are 
restricted to values between 0 and 511. 

Registers RO, Rl, R2, R3, and R4 are modified by this routine, all others 
are preserved. 

----------------------------------------------------------------------, 
; Osage with message code: 

movzbl 
jsb 

#console message code,rO 
@#CP$MSG=OOT_NOLF_R4 

; Specify message code. 
; Call routine. 

----------------------------------------------------------------------, 
; Osage with a message descriptor (position dependent). 

movaq 
jsb 

5$: 

5$,rO 
@#CP$MSG_OUT_NOLF_R4 

.ascid /This is a message/ 

Specify address of desc. 
; Call routine. 

Message with descriptor. 
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i---------------------------------------------------------------------
; Usage with a message descriptor (position independent). 

pushab 
pushl 
movl 
jsb 
clrq 

5$: 
10$: 

5$ 
nO$-5$ 
sp,rO 
@*CP$MSG_OUT NOLF R4 
(sp)+ 

.ascii /This is a message/ 

Generate message desc. 
on stack. 
Pass desc. addr. in RO. 
Call routine. 
Purge desc. from stack. 

; Message. 

;---------------------------------------------------------------------

4.7.2.3 CP$READ_WTH_PRMPT_R4 
This routine outputs a prompt message, and then in uts a character string 
from the console. When the input is accepted, Delete ICtr11 [Q] and ICtrll ~ 
functions are supported. 

As with CP$MSG_OUT_NOLF _R4, either a message code or the address 
of a string descriptor is passed in RO to specify the prompt string. A value 
of zero results in no prompt. 

A descriptor of the input string is returned in RO and Rl. RO contains the 
length of the string and Rl contains the address. This routine inputs the 
string into the console program string buffer and therefore the caller need 
not provide an input buffer. Successive calls however destroy the previous 
contents of the input buffer. 

Registers RO, Rl, R2, R3, and R4 are modified by this routine, all others 
are preserved. 

;---------------------------------------------------------------------
; Usage with a message descriptor (position independent). 

pushab 
pushl 
movl 
jsb 
clrq 

10$ 
nO$-5$ 
sp,rO 
@*CP$READ_WTH PRMPT R4 
(sp)+ 

Generate prompt desc. 
on stack. 
Pass desc. addr. in RO. 
Call routine. 
Purge prompt desc. 
Input desc in RO and Rl. 

5$: .ascii /Prompt> / ; Prompt string. 
10$: 
;---------------------------------------------------------------------
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4.7.3 sse RAM Layout 

The KA650 firmware uses the 1 Kbyte of battery backed up (BBU) RAM 
in the SSC for storage of firmware specific data structures and other 
information that must be preserved across power cycles. This nonvolatile 
RAM (NVRAM) resides in the SSC chip starting at address 20140400. 
The NVRAM should not be used by the operating systems except as 
shown in Figure 4-7. This NVRAM is not reflected in the bitmap built by 
the firmware. 

2014 0400 PUBLIC DATA STRUCTURES 
(CPMBX, ETC.) 

SERVICE VECTORS 

FIRMWARE STACK 

DIAGNOSTIC STATE 

RESERVED FOR 
CUSTOMER USE 201407FC 

MA·X0058·80 

Figure 4-7 KA650 sse NVRAM Layout 

4.7.3.1 Public Data Structures 
The following is a list of the public data structures in NVRAM used by 
the console. 

Fields that are designated as reserved andlor internal use should not be 
written, since there is no protection against such corruption. 

Console Program Mailbox 

The console program mailbox (CPMBX) is a software data structure 
located at the beginning of NVRAM (2014 0400). The CPMBX is used to 
pass information between the KA650 firmware and diagnostics, VMB, or 
an operating system. It consists of three bytes referred to here as NVRO, 
NVR1, and NVR2, shown in Figures 4-8 through 4-10. 
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7 5 4 3 2 0 

NVRO I LANGUAGE RIP SIP HLT_ACT 20140400 

MA-XOO...uo 

Figure 4-8 NVRO 

Field Name Description 

7:4 LANGUAGE This field specifies the current selected language for 
displaying halt and error messages on terminals which 
support MCS. 

a RIP If set, a restart attempt is in progress. This :flag must be 
cleared by the operating system, if the restart succeeds. 

2 BIP If set, a bootstrap attempt is in progress. This :flag must be 
cleared by the operating system if the bootstrap succeeds. 

1:0 HLT_ Processor halt action - this field in conjunction with 
ACT the conditions specified in Table 4-1 is used to control 

the automatic restartibootstrap procedure. HLT_ACT is 
normally written by the operating system. 

7 

NVR1 

Figure 4-9 NVR1 

o : Restart; if that fails, reboot; if that fails, halt. 
1 : Restart; if that fails, halt. 
2 : Reboot; if that fails, halt. 
a: Halt. 

6 5 4 3 2 o 

MeS CRT 20140401 



Field Name 

2 MCS 

1 CRT 

7 
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Description 

If set, indicates that the attached terminal supports 
multinational character set (MCS). If clear, MCS is not 
supported. 
If set, indicates that the attached terminal is a CRT. If 
clear, indicates that the terminal is hardcopy. 

6 5 4 3 2 o 

NVR2 ... 1 ________ KEY_S_O_A_RD ____________ 120140402 

MA-X005,'" 

Figure 4-10 NVR2 

Field Name Description 

7:0 KEYBOARD This field indicates the national keyboard variant in use. 

4.7.3.2 Firmware Stack 
This area contains the stack that is used by all of the firmware, with the 
exception of VMB, which has its own built in stack. 

4.7.3.3 Diagnostic State 
This area is used by the firmware resident diagnostics. This section is not 
documented here. 

4.7.3.4 USER Area 
The KA650 console reserves the last longword (address 2014 07FC) of 
the NVRAM for customer use. This location is not tested by the console 
firmware. Its value is undefined. 

4.8 Error Messages 
The error messages issued by the KA650 firmware fall into three 
categories: halt code messages, VMB error messages, and console 
messages. 
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4.8.1 Halt Code Messages 

Except on power-up, which is not treated as an error condition, a message 
is issued by the firmware whenever the processor halts. 

For example: 

?06 HLT INST 
PC = 800050D3 

The number preceding the halt message is the halt code. This number 
is obtained from SAVPSL<13:8>(RESTART_CODE), IPR 43, which is 
written on any CVAX processor restart operation. 

Table 4-10 lists messages that may appear on the console terminal when 
a system error occurs. 

Table 4-10 HALT Messages 

Code Message 

?02 EXT HLT 

?04 ISP ERR 

?05 DBLERR 

?06 HLTINST 

?07 SCB ERRS 
?08 SCB ERR2 
?OA CHMFR 

ISTK 
?OB CHMTO 

ISTK 
?OC SCB RD ERR 

Description 

External halt, caused by either console BREAK 
condition or Q22-bus BHALT_L. 
Power-up, no halt message is displayed; _03 is not 
displayed. However, the presence of the firmware 
banner and diagnostic countdown indicates this halt 
reason. 
In attempting to push state onto the interrupt stack 
during an interrupt or exception, the processor 
discovered that the interrupt stack was mapped NO 
ACCESS or NOT VALID. 
The processor attempted to report a machine check 
to the operating system, and a second machine check 
occurred. 
The processor executed a HALT instruction in kernel 
mode. 
The SCB vector had bits <1:0> equal to 3. 
The SCB vector had bits <1:0> equal to 2. 
A change mode instruction was executed when 
PSL<lS> was set. 
The SCB vector for a change mode had bit <0> set. 

A hard memory error occurred while the processor was 
trying to read an exception or interrupt vector. 



Table 4-10 (Cont.) 

Code Message 

?IO MCHKAV 

?11 KSPAV 

?I2 DEL ERR2 

?I3 DEL ERR3 

?19 PSL EXC5l 

?1A PSL EXCSl 

?IE PSL EXC7l 

?ID PSL REI5l 

?IE PSL REISl 
?IF PSL REI71 
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HALT Messages 

Description 

An access violation or an invalid translation occurred 
during machine check exception processing. 
An access violation or translation not valid occurred 
during processing of a kernel stack not valid exception. 
Double machine check error. A machine check 
occurred while trying to service a machine check. 
Double machine check error. A machine check 
occurred while trying to service a kernel stack not 
valid exception. 
PSL<2S:24> = 5 on interrupt or exception. 
PSL<2S:24> = S on interrupt of exception. 
PSL<2S:24> = 7 on interrupt or exception. 
PSL<2S:24> = 5 on an REI instruction 
PSL<2S:24> = S on an REI instruction. 
PSL<2S:24> = 7 on an REI instruction. 

IFor the last six cases, the VAX architecture does not allow execution on the interrupt stack 
while in a mode other than kernel. In the first three cases, an interrupt is attempting to 
run on the interrupt stack while not in kernel mode. In the last three cases, an REI 
instruction is attempting to return to a mode other than kernel and still run on the 
interrupt stack. 

4.8.2 Console Error Messages 

Table 4-11 lists error messages issued in response to a console command 
that has error(s). 

Table 4-11 Console Error Messages 

Code Message 

?20 CORRPTN 
?21 ILL REF 

?22 ILL CMD 
?23 INVDGT 

Description 

The console program database has been corrupted. 
illegal reference. The requested reference would 
violate virtual memory protection, the address 
is not mapped, the reference is invalid in the 
specified address space, or the value is invalid in 
the specified destination. 
The command string cannot be parsed. 
A number has an invalid digit. 
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Table 4-11 (Cont.) Console Error Messages 

Code Message 

?24 LTL 

?25 ILLADR 

?26 VAL TOO LRG 
?27 SWCONF 

?28 UNKSW 
?29 UNKSYM 

?2A CHKSM 

?2B HLTED 
?2C FNDERR 

?2D TMOUT 

?2E MEMERR 

?2F UNXINT 
?30 UNIMPLEMENTED 
?31 QUAL NOVt\L 
?32 QUALAMBG 
?33 QUALREQVAL 
?34 QUALOVERF 
?35 ARGOVERF 
?36 AMBGCMD 
?37 INSUFARG 

Description 

The command was too large for the console to 
buffer. The message is issued only after receipt of 
the terminating carriage return. 
The address specified falls outside the limits of the 
address space. 
The value specified does not fit in the destination. 
Switch confiict, for example, two different data 
sizes are specified for an EXAMINE command. 
The switch is unrecognized. 
The symbolic address in an EXAMINE or 
DEPOSIT command is unrecognized. 
The command or data checksum of an X command 
is incorrect. If the data checksum is incorrect, this 
message is issued, and is not abbreviated to Illegal 
command. 
The operator entered a HALT command. 
A FIND command failed either to find the RPB or 
128 Kbytes of good memory. 
During an X command, data failed to arrive in the 
time expected (60 seconds). 
A machine check occurred with a code of 80 (hex) 
or 81 (hex), indicating a read or write memory 
error. 
Unexpected interrupt or exception 
Unimplemented function 
Qualifier does not take a value 
Ambiguous qualifier 
Qualifier requires a value 
Too many qualifiers 
Too many arguments 
Ambiguous command 
Insufficient arguments 



KA6S0 Firmware 4-91 

4.8.3 VMS Error Messages 

Table 4-12 lists errors issued by VMB. 

Table 4-12 VMB Error Messages 

Code Message Description 

?40 NOSUCHDEV No bootable devices found. 
?41 DEVASSIGN Device is not present. 
?42 NOSUCHFILE Program image not found. 
?43 FILESTRUCT Invalid boot device file structure. 
?44 BADCHKSUM Bad checksum on header file. 
?45 BADFILEHDR Bad file header. 
?46 BADIRECTORY Bad directory file. 
?47 FILNOTCNTG Invalid program image format. 
?48 ENDOFFILE Premature end of file encountered. 
?49 BADFILENAME Bad file name given. 
?4A BUFFEROVF Program image does not fit in available memory. 
?4B CTRLERR Boot device lIO error. 
?4C DEVINACT Failed to initialize boot device. 
?4D DEVOFFLINE Device is omine. 
?4E MEMERR Memory initialization error. 
?4F SCBINT Unexpected SCB exception or machine check. 
?50 SCB2NDINT Unexpected exception after starting program image. 
?51 NOROM No valid ROM image found. 
?52 NOSUCHNODE No response from load server. 
?53 INSFMAPREG Invalid memory configuration. 
?54 RETRY No devices bootable, retrying. 





A 
KA650 Specifications 

This appendix contains the physical, electrical and environmental 
speci£cations for the KA650 CPU module. 

A.1 Physical Specifications 
The physical speci£cations for the KA650 are as follows: 
Dimension Measurement 

Height 10.457 (+0.015/-0.020) inches 

Length 8.480 (+0.010/-0.010) inches 

Width 0.375 inches maximum (nonconductive) 
0.343 inches maximum (conductive) 

NOTE 
Width, as defined for Digital modules, is the height of components • 
above the surface of the module. 

A.2 Electrical Specifications 
The power requirements for the KA650 CPU module are as follows: 

+5 V ±5% +12 V ±5% 
6.0 A maximum 0.14 A maximum 

Typical currents are 10% less than the speci£ed maximum. 

The bus loads for the KA650 CPU module are as follows: 

• 3.5 ac loads 

• 1.0 dc loads 

A-1 
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A.3 Environmental Specifications 
The environmental specifications for the KA650 CPU module are as 
follows: 

Operating Conditions 

Temperature 5°C (41°F) to 60°C (140°F) with a rate of change no greater than 
20:t:2°C (36 :t:4 OF) per hour at sea level. For operation above sea 
level, decrease the operating temperature by l.8De for each 1000 
meters (1°F for each 1000 feet). 

Humidity 0% to 95% noncondensing with a maximum wet bulb temperature 
of 32°C (90°F) and a minimum dew point temperature of 2°C 
(36°F). 

Altitude Up to 2,400 meters (S,OOO feet) with a rate of change no greater 
than 300 meters per minute (1000 feet per minute). 

Nonoperating Conditions Less Than 60 Days 

Temperature 

Humidity 

Altitude 
• 

-40°C to +66°e (-40°F to +151°F) with a rate of change no greater 
than 11 :1:2 °e (20 :1:4 OF) per hour at sea level. For operation above 
sea level, decrease the nonoperating temperature by 1.SoC for 
each 1000 meters (1°F for each 1000 feet). 

Up to 95% noncondensing. 

Up to 4,900 meters (16,000 feet) with a rate of change no greater 
than 600 meters per minute (2000 feet per mm1.1t.e) . 

Nonoperating Conditions Greater Than 60 days 

Temperature +5°C to +60°C (+40°F to +140"F) with a rate of change no greater 
than 20 :t:2°C (36 :l:4°F) per hour at sea level. For operation above 
sea level, decrease the nonoperating temperature by 1.SoC for 
each 1000 meters (1°F for each 1000 feet). 

Humidity 10% to 95% noncondensing with a maximum wet bulb 
temperature of 32°C (90°F) and a minimum dew point 
temperature of 2°C (36°F). 

Altitude Up to 2,400 meters (S,OOO feet) with a rate of change no greater 
than 300 meters per minute (1000 feet per minute). 



B 
Address Assignments 

B.1 General Local Address Space Map 
Table B-1 lists the VAX. memory space. 

Table B-1 VAX Memory Space 

Address Range 

0000 0000 through 03FF FFFF 
0400 0000 through 07FF FFFF 
0800 0000 through OBFF FFFF 
OCOO 0000 through OFFF FFFF 
1000 0000 through 13FF FFFF 
1400 0000 through 17FF FFFF 

1800 0000 through IBFF FFFF 

1000 0000 through IFFF FFFF 

Contents 

Local memory space (64 Mbytes) 
Reserved memory space (64 Mbytes) 
Reserved memory space (64 Mbytes) 
Reserved memory space (64 Mbytes) 
Cache diagnostic space (64 Mbytes) 
Reserved cache diagnostic space (64 
Mbytes) 
Reserved cache diagnostic space (64 
Mbytes) 
Reserved cache diagnostic space (64 
Mbytes) 

Table B-2 lists the VAX. input/output memory space. 

Table B-2 VAX Input/Output Space 

Address Range 

2000 0000 through 2000 IFFF 
2000 2000 through 2003 FFFF 

Contents 

Local Q22-bus 110 space (8 Kbytes) 
Reserved local 110 space (248 Kbytes) 

B-1 
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Table B-2 (Cant.) VAX Input/Output Space 

Address Range 

2004 0000 through 2005 FFFF 

2006 0000 through 2007 FFFF 

2008 0000 through 201F FFFF 
2020 0000 through 23FF FFFF 
2400 0000 through 27FF FFFF 
2800 0000 through 2BFF FFFF 
2C08 0000 through 2FFF FFFF 
3000 0000 through 303F FFFF 
3040 0000 through 33FF FFFF 
3400 0000 through 37FF FFFF 
3800 0000 through SBFF FFFF 
3COO 0000 through 3FFF FFFF 

lNot visible during normal operation. 

Contents 

Local ROM space, halt protected space 
(128 Kbytes) 
Local ROM space, halt unprotected space 
(128 Kbytes) 
Local register I/O space (1.5 Mbytes) 
Reserved local I/O space (62.5 Mbytes) 
Reserved local I/O space (64 Mbytes) 
Reserved local I/O space (64 Mbytes) 
Reserved local I/O space (64 Mbytes) 
Local Q22-bus memory space (4 Mbytes) 
Reserved local I/O space (60 Mbytes) 
Reserved local 1/0 space (64 Mbytes) 
Cache tag diagnostic space (64 Mbytes) 1 

Reserved cache tag diagnostic space (64 
Mbytes) 

B.2 Detailed Local Address Space Map 
Table B-3 describes the contents of the VAX memory space. 

Table B-3 VAX Memory Space 

Address Range 

0000 0000 through 03FF FFFF 
0400 0000 through OFFF FFFF 
1000 0000 through 13FF FFFF 
1800 0000 through 1FFF FFFF 

Contents 

Local memory space (up to 64 Mbytes) 1 

Reserved memory space 
Cache diagnostic space 
Reserved cache diagnostic space 

lQ22-bus map top 32 Kbytes of main memory 

Table B-4 describes the contents of the VAX input/output memory space. 
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Table B-4 VAX Input/Output Space 

Address Range 

2000 0000 through 2000 IFFF 
2000 0000 through 2000 0007 
2000 0008 through 2000 07FF 
2000 0800 through 2000 OFFF 
2000 1000 through 2000 1F3F 
20001F40 

20001F42 

20001F44 

20001F46 

2000 1F48 through 2000 1FFF 

2000 2000 through 2003 FFFF 

2004 0000 through 2007 FFFF 
2004 0000 through 2005 FFFF 
2004 0004 
2006 0000 through 2007 FFFF 

2008 0000 through 201F FFFF 
20080000 
20080004 
20080008 
2008000C 
20080010 
2008 0014 through 2008 013C 
20080140 
20080144 

2008 0018 through 2008 3FFF 

20084000 
20084004 
2008 4008 through 2008 7FFF 

Contents 

Local Q22.bus I/O space 
Reserved Q22-bus I/O space 
Q22-bus floating address space 
User reserved Q22-bus I/O space 
Reserved Q22-bus I/O space 
Interprocessor communication register 
(normal operation) 
Interprocessor communication register 
(reserved) 
Interprocessor communication register 
(reserved) 
Interprocessor communication register 
(reserved) 
Reserved Q22-bus I/O space 

Reserved Local I/O space 

Local ROM space 
Local ROM protected space 
MicroVAX system type register (in ROM) 
Local ROM unprotected space 

Local Register I/O space 
DMA system configuration register 
DMA system error register 
Q22-bus error address register 
DMA error address register 
Q22-bus map base register 
Reserved local register 1'0 space 
Main memory error status register 
Main memory control/diagnostic status 
register 
Reserved local register I/O space 

Cache control register 
Boot and diagnostic register 
Reserved local register I/O space 
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Table B-4 (Cont.) VAX Input/Output Space 

Address Range 

2008 8000 through 2008 FFFF 
20090000 through 2014 0020 

20140030 
2014 0034 through 2014 0068 

2014 0060 through 2001 40FF 

20140100 
20140104 
20140108 
2014010e 
20140110 
20140114 
0118 
20140110 
2014 0120 through 2014 03FF 

2014 0400 through 2014 07FF 
2014 0800 through 201F FFFF 

2020 0000 through 2FFF FFFF 

3000 0000 through 303F FFFF 

3040 0000 through 37FF FFFF 

3800 0000 through 3BFF FFFF 1 

3000 0000 through 3FFF FFFF 

lNot visible during normal operation 

Contents 

Q22-bus map registers 
Reserved local register I/O space 

Diagnostic LED register 
Reserved local register I/O space 

Diagnostic registers 

Timer 0 control register 
Timer 0 interval register 
Timer 0 next interval register 
Timer 0 interrupt vector 
Timer 1 control register 
Timer 1 interval register 
Timer 1 next interval register 
Timer 1 interrupt vector 
Reserved local register I/O space 

Battery backed-up RAM 
Reserved local register I/O space 

Reserved local I/O space 

Local Q22-bus memory space 

Reserved local register I/O space 

Cache tag diagnostic space 
Reserved cache tag diagnostic space 
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B.3 ExternallPRs 
Several of the internal processor registers (IPRs) on the KA650 are 
implemented in the sse rather than the CVAX chip. These registers 
are referred to as external IPRs, and are listed in Table B-5. 

Table 8-5 External IPRs 

IPR 
Number Register Name Abbreviation 

27 Time of year register TOY 

28 Console storage receiver CSRS l 

status 
29 Console storage receiver data CSRD 1 

30 Console storage transmitter CSTSl 

status 
31 Console storage transmitter CSDB l 

data 

32 Console receiver RXCS 
control/status 

33 Console receiver data buffer RXDB 
34 Console transmitter TXCS 

control/status 
35 Console transmitter data TXDB 

buffer 

55 I/O system reset register lORE SET 

IThese registers are not fully implemented. Accesses yield unpredictable results. 



B-6 Address Assignments 

8.4 Global Q22-bus Address Space Map 
The addresses and memory contents of the Q22-bus memory space is as 
listed in Table B-6. 

Table B-6 Q22-bus Memory Space Map 

Address Range Contents 

0000 0000 through 1777 7777 Q22-bus memory space (octal) 

The contents and addresses of the Q22-bus I/O space with BBS7 asserted 
is listed in Table B-7. 

Table B-7 Q22·bus Input/Output Space with BBS7 Asserted 

Address Range 

1776 0000 through 1777 7777 
1776 0000 through 1776 0007 
1776 0010 through 1776 3777 
1776 4000 through 1776 7777 
1777 0000 through 1777 7477 
17777500 

17777502 

17777504 

17777506 

17777510 through 1777 7777 

Contents 

Q22-bus I/O space (octal) 
Reserved Q22-bus I/O space 
Q22-bus floating address space 
User reserved Q22-bus I/O space 
Reserved Q22-bus I/O space 
Interprocessor communication register 
(normal operation) 
Interprocessor communication register 
(reserved) 
Interprocessor communication register 
(reserved) 
Interprocessor communication register 
(reserved) 
Reserved Q22-bus I/O space 



C 
Q22-bus Specification 

C.1 Introduction 
The Q22-bus, also known as the extended LSI-ll bus, is the low-end 
member of DIGITAL's bus family. All of DIGITAL's microcomputers, such 
as the MicroVAX I, MicroVAX II, MicroVAX 3500, MicroVAX 3600, and 
MicroPDP-ll use the Q22-bus. 

The Q22-bus consists of 42 bidirectional and 2 unidirectional signal lines. 
These form the lines along which the processor, memory, and I/O devices 
communicate with each other. 

Addresses, data, and control information are sent along these signal 
lines, some of which contain time-multiplexed information. The lines are 
divided as follows: 

• Sixteen multiplexed data/address lines - BDAL<l5:00> 

• Two multiplexed address/parity lines - BDAL<l7:16> 

• Four extended address lines - BDAL<21:18> 

• Six data transfer control lines - BBS7, BDIN, BDOUT, BRPLY, 
BSYNC, BWTBT 

• Six system control lines - BHALT, BREF, BEVNT, BINIT, BDCOK, 
BPOK 

• Ten interrupt control and direct memory access control lines -
BlAKO, BIAKI, BIRQ4, BIRQ5, BIRQ6, BIRQ7, BDMGO, BDMR, 
BSACK, BDMGI 

In addition, a number of power, ground, and space lines are defined for 
the bus. Refer to Table C-l for a detailed description of these lines. 

C-1 



C-2 Q22-bus Specification 

The discussion in this appendix applies to the general 22-bit physical 
address capability. All modules used with the KA655 CPU module must 
use 22-bit addressing. 

Most Q22-bus signals are bidirectional and use terminations for a 
negated (high) signal level. Devices connect to these lines by way of 
high-impedance bus receivers and open collector drivers. The asserted 
state is produced when a bus driver asserts the line low. 

Although bidirectional lines are electrically bidirectional (any point 
along the line can be driven or received), certain lines are functionally 
unidirectional. These lines communicate to or from a bus master (or 
signal source), but not both. Interrupt acknowledge (BIAK) and direct 
memory access grant (BDMG) signals are physically unidirectional in 
a daisy-chain fashion. These signals originate at the processor output 
signal pins. Each is received on device input pins (BIAKI or BDMGI) 
and is conditionally retransmitted through device output pins (BlAKO 
or BDMGO). These signals are received from higher priority devices and 
are retransmitted to lower priority devices along the bus, establishing the 
position-dependent priority scheme. 

C.1.1 Master/Slave Relationship 

Communication between devices on the bus is asynchronous. A 
master/slave relationship exists throughout each bus transaction. Only 
one device has control of the bus at anyone time. This controlling device 
is termed the bus master, or arbiter. The master device controls the bus 
when communicating with another device on the bus, termed the slave. 

The bus master (typically the processor or a DMA device) initiates a bus 
transaction. The slave device responds by acknowledging the transaction 
in progress and by receiving data from, or transmitting data to, the bus 
master. Q22-bus control signals transmitted or received by the bus master 
or bus slave device must complete the sequence according to bus protocol. 

The processor controls bus arbitration, that is, which device becomes bus 
master at any given time. A typical example of this relationship is a disk 
drive, as master, transferring data to memory as slave. Communication 
on the Q22-bus is interlocked so that, for certain control signals issued 
by the master device, there must be a response from the slave in order to 
complete the trEL.'"lsfer. It is the master/slave signal protocol that makes 
the Q22-bus as:yncr...ronous. The asynchronous operation precludes the 
need for synchronizing with, and waiting for, clock pulses. 
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Since bus cycle completion by the bus master requires response from the 
slave device, each bus master must include a timeout error circuit that 
aborts the bus cycle if the slave does not respond to the bus transaction 
within 10 llS. The actual time before a timeout error occurs must be 
longer than the reply time of the slowest peripheral or memory device on 
the bus. 

C.2 Q22-bus Signal Assignments 
Table C-1 lists the data and address signal assignments. Table C-2 lists 
the control signal assignments. Table C-3 lists the power and ground 
signal assignments. Table C-4 lists the spare signal assignments. 

Table C-1 Data and Address Signal ASSignments 

Data and Address Signal 

BDALO 
BDALI 
BDAL2 
BDAL3 
BDAM 
BDAL5 
BDAL6 
BDAL7 
BDALB 
BDAL9 
BDALlO 
BDALll 
BDAL12 
BDAL13 
BDALl4 
BDALl5 
BDALl6 
BDALl7 
BDALl8 
BDALl9 
BDAL20 
BDAL21 

Pin Assignment 

AU2 
AV2 
BE2 
BF2 
BH2 
BJ2 
BK2 
BL2 
BM2 
BN2 
BP2 
BR2 
BS2 
BT2 
BU2 
BV2 
ACl 
ADI 
BCl 
BDl 
BEl 
BFl 
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Table C-2 Control Signal Assignments 

Control Signal 

Data Control 

BDOUT 
BRPLY 
BDIN 
BSYNC 
BWTBT 
BBS7 

Interrupt Control 

BIRQ7 
BIRQ6 
BIRQ5 
BIRQ4 
BIAKO 
BIAKI 

DMAControl 

BDMR 
BSACK 
BDMGO 
BDMGI 

System Control 

BHALT 
BREF 
BEVNT 
BINIT 
BDCOK 
BPOK 

Pin Assigmnent 

AE2 
AF2 
AH2 
A.J2 
AK2 
AP2 

BPI 
ABI 
AAI 
AL2 
AN2 
AM2 

ANI 
BNI 
AS2 
AR2 

API 
ARI 
BRI 
AT2 
BAI 
BBI 
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Table C-3 Power and Ground Signal Assignments 

Power and Ground Pin Assignment 

+5 B (battery) or ASI 
+12 B (battery) 
+12 B BSI 
+5 B AVI 
+5 AA2 
+5 BA2 
+5 BVI 
+12 AD2 
+12 BD2 
+12 AB2 
-12 AB2 
-12 BB2 
GND AC2 
GND AJI 
GND AMI 
GND ATI 
GND BC2 
GND BJI 
GND BMI 
GND BTl 

Table C-4 Spare Signal Assignments 

Spare 

SSparel 
SSpare3 
SSpare8 
SSpare2 
MSpareA 
MSpareB 
MSpareB 
MSpareB 
PSparel 
ASpare2 

Pin Assignment 

AEI 
AliI 
BHl 
AFI 
AK1 
ALI 
BKl 
BLI 
AUI 
BUI 
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C.3 Data Transfer Bus Cycles 
Data transfer bus cycles, executed by bus master devices, transfer 32-bit 
words or 8-bit bytes to or from slave devices. In block mode, multiple 
words can be transferred to sequential word addresses, starting from a 
single bus address. Data transfer bus cycles are listed and defined in 
Table 0-5. 

Table C-5 Data Transfer Operations 

Function (with respect to 
Bus Cycle Definition the bus master) 

DATI Data word input Read 
DATO Data word output Write 
DATOB Data byte output Write-byte 
DATIO Data word input/output Read-modify-write 
DATIOB Data word input/byte Read-modify-write byte 

output 
DATBI Data block input Read block 
DATBO Data block output Write block 

The bus signals listed in Table ~ are used in the data transfer 
operations described in Table C-5. 

Table C-6 Bus Signals for Data Transfers 

Signal Definition Function 

BDAL<21:00> 22 data/address lines 
L 

BSYNCL Bus cycle control 

BDINL Data input indicator 

BDAL<15:00> L are used 
for word and byte transfers. 
BDAL<17:16> L are used for 
extended addressing, memory 
parity error (16), and memory 
parity error enable (17) 
functions. BDAL<21:18> L are 
used for extended addressing 
beyond 256 Kbytes. 
Indicates bus transaction in 
progress. 
Strobe signals 
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Table C-6 (Cont.) Bus Signals for Data Transfers 

Signal Definition Function 

BDOUTL 
BRPLYL 

BWTBTL 
BBS7 

Data output indicator 
Slave's acknowledge of bus 
cycle 
Writelbyte control 
I/O device select 

Strobe signals 
Strobe signals 

Control signals 
Indicates address is in the I/O 
page. 

Data transfer bus cycles can be reduced to five basic types: DATI, 
DATO(B), DATIO(B), DATBI, and DATBO. These transactions occur 
between the bus master and one slave device selected during the 
addressing part of the bus cycle. 

C.3.1 Bus Cycle Protocol 

Before initiating a bus cycle, the previous bus transaction must have been 
completed (BSYNC L negated) and the device must become bus master. 
The bus cycle can be divided into two parts: addressing and data transfer. 
During addressing, the bus master outputs the address for the desired 
slave device, memory location, or device register. The selected slave 
device responds by latching the address bits and holding this condition 
for the duration of the bus cycle until BSYNC L becomes negated. During 
data transfer the actual data transfer occurs. 

C.3.2 Device Addressing 

Device addressing of a data transfer bus cycle comprises an address setup 
and deskew time, and an address hold and deskew time. During address 
setup and deskew time, the bus master does the following operations: 

• Asserts BDAL<21:00> L with the desired slave device address bits. 

• Asserts BBS7 L if a device in the I/O page is being addressed. 

• Asserts BWTBT L if the cycle is a DATO(B) or DATBO bus cycle. 
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During this time, the address, BBS7 L, and BWTBT L signals are 
asserted at the slave bus receiver for at least 75 ns before BSYNC goes 
active. Devices in the I/O page ignore the nine high-order address bits 
BDAL<21:13>, and instead, decode BBS7 L along with the 13 low-order 
address bits. An active BWTBT L signal during address setup time 
indicates that a DATO(B) or DATBO operation follows, while an inactive 
BWTBT L indicates a DATI, DATBI, or DATIO(B) operation. 

The address hold and deskew time begins after BSYNC L is asserted. 

The slave device uses the active BSYNC L bus received output to 
clock BDAL address bits, BBS7 L, and BWTBT L into its internal 
logic. BDAL<21:00> L, BBS7 L, and BWTBT L remain active for 25 
ns minimum after the BSYNC L bus receiver goes active. BSYNC L 
remains active for the duration of the bus cycle. 

Memory and peripheral devices are addressed similarly, except for the 
way the slave device responds to BBS7 L. Addressed peripheral devices 
must not decode address bits on BDAL<21:I3> L. Addressed peripheral 
device can respond to a bus cycle when BBS7 L is asserted (low) during 
the addressing of the cycle. When asserted, BBS7 L indicates that the 
device address resides in the I/O page (the upper 4K address space). 
Memory devices generally do not respond to addresses in the I/O page; 
however, some system applications may permit memory to reside in the 
I/O page for use as DMA buffers, read-only memory bootstraps, and 
diagnostics. 

DATI 

The DATI bus cycle, shown in Figure C-I, is a read operation. During 
DATI, data is input to the bus master. Data consists of I6·bit word 
transfers over the bus. During data transfer of the DATI bus C"ycle, the 
bus master asserts BDIN L 100 ns minimum after BSYNC L is asserted. 
The slave device responds to BDIN L active as follows: 

• Asserts BRPLY L 0 ns minimum (8 ns maximum to avoid bus timeout) 
after receiving BDIN L, and 125 ns maximum before BDAL bus driver 
data bits are valid. 

• Asserts BDAL<21:00> L with the addressed data and error 
information 0 ns (minimum) after receiving BDIN, and 125 ns 
(maximum) after assertion of BRPLY. 
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When the bus master receives BRPLY L, it does the following: 

• Waits at least 200 ns deskew time and then accepts input data 
at BDAL<17:00> L bus receivers. BDAL <17:16> L are used for 
transmitting parity errors to the master. 

• Negates BDIN L 200 ns minimum to 2 p.s maximum after BRPLY L 
goes active. 

The slave device responds to BDIN L negation by negating BRPLY Land 
removing read data from BDAL bus drivers. BRPLY L must be negated 
100 ns maximum prior to removal of read data. The bus master responds 
to the negated BRPLY L by negating BSYNC L. 

Conditions for the next BSYNC L assertion are as follows: 

• BSYNC L must remain negated for 200 ns minimum. 

• BSYNC L must not become asserted within 300 ns of previous BRPLY 
L negation. 

Figure C-2 shows DATI bus cycle timing. 

NOTE 
Continuous assertion of BSYNC L retains control of the bus by the 
bus master, and the previously addressed slave device remains 
selected. This is done for DATIO(B) bus cycles where DATO or 
DATOB follows a DATI without BSYNC L negation and a second 
device addressing operation. Also, a slow slave device can hold 
off data transfers to itself by keeping BRPLY L asserted, which 
causes the master to keep BSYNC L asserted. 

DATOS 

DATOB, shown in Figure C--3, is a write operation. Data is transferred in 
32-bit 'Nords (DATO) or 8-bit bytes (DATOB) from the bus master to the 
slave device. The data transfer output can occur after the addressing part 
of a bus cycle when BWTBT L has been asserted by the bus master, or 
immediately following an input transfer part of a DATIOB bus cycle. 
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The data transfer part of a DATOB bus cycle comprises a data setup and 
deskew time and a data hold and deskew time. 

During the data setup and deskew time, the bus master outputs the data 
on BDAL<15:00> L at least 100 ns after BSYNC L assertion. BWTBT L 
remains negated for the length of the bus cycle. If the transfer is a byte 
transfer, BWTBT L remains asserted. If it is the output of a DATIOB, 
BWTBT L becomes asserted and lasts the duration of the bus cycle. 

During a byte transfer, BDAL<OO> L selects the high or low byte. This 
occurs in the addressing part of the cycle. If asserted, the high byte 
(BDAL<15:08> L) is selected; otherwise, the low byte (BDAL<07:00> L) 
is selected. An asserted BDAL 16 L at this time forces a parity error to 
be written into memory if the memory is a parity-type memory. BDAL 
17 L is not used for write operations. The bus master asserts BDOUT L 
at least 100 ns after BDAL and BDWTBT L bus drivers are stable. The 
slave device responds by asserting BRPLY L within 10 p.s to avoid bus 
timeout. This completes the data setup and deskew time. 

During the data hold and deskew time, the bus master receives BRPLY 
L and negates BDOUT L, which must remain asserted for at least 150 
ns from the receipt of BRPLY L before being negated by the bus master. 
BDAL<17:00> L bus drivers remain asserted for at least 100 ns after 
BDOUT L negation. The bus master then negates BDAL inputs. 

During this time, the slave device senses BDOUT L negation. The data is 
accepted and the slave device negates BRPLY L. The bus master responds 
by negating BSYNC L. However, the processor does not negate BSYNC L 
for at least 175 ns after negating BDOUT L. This completes the DATOB 
bus cycle. Before the next cycle, BSYNC L must remain unasserted for at 
least 200 ns. Figure C-4 shows DATOB bus cycle timing. 

DATIOB 

The protocol for a DATIOB bus cycle is identical to the addressing and 
data transfer part of the DATI and DATOB bus cycles, and is shown in 
Figure C-5. After addressing the device, a DATI cycle is performed as 
explained earlier; however, BSYNC L is not negated. BSYNC L remains 
active for an output word or byte transfer (DATOB). The bus master 
maintains at least 200 ns between BRPLY L negation during the DATI 
cycle and BDOUT L assertion. The cycle is terminated when the bus 
master negates BSYNC L, as described for DATOB. Figure C-6 illustrates 
DATIOB bus cycle timing. 
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C.4 Direct Memory Access 
The direct memory access (DMA) capability allows direct data transfer 
between 110 devices and memory. This is useful when using mass storage 
devices (for example, disks) that move large blocks of data to and from 
memory. A DMA device needs to be supplied with only the starting 
address in memory, the starting address in mass storage, the length 
of the transfer, and whether the operation is read or write. When this 
information is available, the DMA device can transfer data directly to or 
from memory. Since most DMA devices must perform data transfers in 
rapid succession or lose data, DMA devices are given the highest priority. 

DMA is accomplished after the processor (normally bus master) has 
passed bus mastership to the highest priority DMA device that is 
requesting the bus. The processor arbitrates all requests and grants the 
bus to the DMA device electrically closest to it. A DMA device remains 
bus master until it relinquishes its mastership. The following control 
signals are used during bus arbitration: 

• BDMGI L DMA grant input 

• BDMGO L DMA grant output 

• BDMR L DMA request line 

• BSACK L bus grant acknowledge 

C.4.1 DMA Protocol 
A DMA transaction can be divided into the following three phases: 

• Bus mastership acquisition phase 

• Data transfer phase 

• Bus mastership relinquishment phase 

During the bus mastership acquisition phase, a DMA device requests 
the bus by asserting BDMR L. The processor arbitrates the request and 
initiates the transfer of bus mastership by asserting BDMGO L. 

The maximum time between BDMR L assertion and BDMGO L assertion 
is DMA latency. This time is processor-dependent. BDMGO lJBDMGI L 
is one signal that is daisy-chained through each module in the backplane. 



G-18 Q22-bus Specification 

It is driven out of the processor on the BDMGO L pin, enters each module 
on the BDMGI L pin, and exits on the BDMGO L pin. This signal passes 
through the modules in descending order of priority until it is stopped by 
the requesting device. The requesting device blocks the output of BMDGO 
L and asserts BSACK L. If BDMR L is continuously asserted, the bus 
hangs. 

During the data transfer phase, the DMA device continues asserting 
BSACK L. The actual data transfer is performed as described earlier. 

The DMA device can assert BSYNC L for a data transfer 250 ns minimum 
after it received BDMGI L and its BSYNC L bus receiver is negated. 

During the bus mastership relinquishment phase, the DMA device gives 
up the bus by negating BSACK L. This occurs after completing (or 
aborting) the last data transfer cycle (BRPLY L negated). BSACK L 
can be negated up to a maximum of 300 ns before negating BSYNC L. 

NOTE 
If multiple data transfers are performed during this phase, 
consideration must be given to the use of the bus for other system 
functions, such as memory refresh (if required). 

Figure C-7 shows the DMA protocol, and Figure C-8 shows DMA 
request/grant timing. 

C.4.2 Block Mode DMA 

For increased throughput, block mode DMA can be implemented on a 
device for use with memories that support this type of transfer. In a block 
mode transaction, the starting memory address is asserted, followed by 
data for that address, and data for consecutive addresses. 

By eliminating the assertion of the address for each data word, the 
transfer rate is almost doubled. 

There are two types of block mode transfers, DATBI (input) and DATBO 
(output). The DATBI bus cycle is described in Section C.4.2.1 and 
illustrated in Figure C-9. 

The DATBO bus cycle is described in Section C.4.2.2 and illustrated in 
Figure C-IO. 
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C.4.2.1 DATBI Bus Cycle 
Before a DATBI block mode transfer can occur, the DMA bus master 
device must request control of the bus. This occurs under conventional 
Q22-bus protocol. 

A block mode DATBI transfer is executed as follows: 

• Address device memory-the address is asserted by the bus master 
on TADDR<21:00> along with the negation of TWTBT. The bus master 
asserts TSYNC 150 ns minimum after gating the address onto the 
bus. 

• Decode address-the appropriate memory device recognizes that it 
must respond to the address on the bus. 

• Request data-the address is removed by the bus master from 
TADDR<21:00> 100 ns minimum after the assertion of TSYNC. The 
bus master asserts the first TDIN 100 ns minimum after asserting 
TSYNC. The bus master asserts TBS7 50 ns maximum after asserting 
TDIN for the first time. TBS7 remains asserted until 50 ns maximum 
after the assertion of TDIN for the last time. In each case, TBS7 can 
be asserted or negated as soon as the conditions for asserting TDIN 
are met. The assertion of TBS7 indicates the bus master is requesting 
another read cycle after the current read cycle. 

• Send data-the bus slave asserts TRPLY 0 ns minimum (8000 ns 
maximum to avoid a bus timeout) after receiving RDIN. The bus slave 
asserts TREF concurrent with TRPLY if, and only if, it is a block 
mode device which can support another RDIN after the current RDIN. 
The bus slave gates TDATA<15:00> onto the bus 0 ns minimum after 
receiving RDIN and 125 ns maximum after the assertion of TRPLY. 

NOTE 
Block mode transfers must not cross IS-word boundaries. 

• Terminate input transfer-the bus master receives stable 
RDATA<15:00> from 200 ns maximum after receiving RRPLY until 
20 ns minimum after the negation of RDIN. (The 20 ns minimum 
represents total minimum receiver delays for RDIN at the slave and 
RDATA<15:00> at the master.) The bus master negates TDIN 200 ns 
minimum after receiving RRPLY. 
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• Operation completed-the bus slave negates TRPLY 0 ns minimum 
after receiving the negation of RDIN. If RBS7 and TREF are both 
asserted when TRPLY negates, the bus slave prepares for another 
DIN cycle. RBS7 is stable from 125 ns after RDIN is received until 
150 ns after TRPLY negates. If TBS7 and RREF were both asserted 
when TDIN negated, the bus master asserts TDIN 150 ns minimum 
after receiving the negation of RRPLY and continues with the timing 
relationship in send data above. RREF is stable from 75 ns after 
RRPLY asserts until 20 ns minimum after TDIN negates. (The 0 ns 
minimum represents total minimum receiver delays for RDIN at the 
slave and RREF at the master.) 

NOTE 
The bus master must limit itself to not more than eight 
transfers unless it monitors RDMR. If it monitors RDMR, 
it may perform up to 16 transfers as long as RDMR is not 
asserted at the end of the seventh transfer. 

• Terminate bus cycle-if RBS7 and TREF were not both asserted 
when TRPLY negated, the bus slave removes TDATA<15:00> from 
the bus 0 ns minimum and 100 ns maximum after negating TRPLY. 
If TBS7 and RREF were not both asserted when TDIN negated, the 
bus master negates TSYNC 250 ns minimum after receiving the last 
assertion of RRPLY and 0 ns minimum after the negation of that 
RRPLY. 

• Release the bus-the DMA bus master negates TSACK 0 ns after 
negation of the last RRPLY. The DMA bus master negates TSYNC 
300 ns maximum after it negates TSACK. The DMA bus master must 
remove RDATA<15:00>, TBS7, and TWTBT from the bus 100 ns 
maximum after clearing TSYNC. 

At this point the block mode transfer is complete, and the bus arbitration 
logic in the CPU enables processor-generated TSYNC or issues another 
bus grant (TDMGO) if RDMR is asserted. 

C.4.2.2 DATBO Bus Cycle 
Before a block mode transfer can occur, the DMA bus master device 
must request control of the bus. This occurs under conventional Q22-bus 
protocol. 

A Block mode DATBO transfer is executed as follows: 

• Address device memory-the address is asserted by the bus master 
on TADDR<21:00> along with the aasertion of TWTBT. The bus 
master asserts TSYNC 150 ns minimum after gating the address onto 
the bus. 
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• Decode address-the appropriate memory device recognizes that it 
must respond to the address on the bus. 

• Send data-the bus master gates TDATA<15:00> along with TWTBT 
100 ns minimum after the assertion of TSYNC. TWTBT is negated. 
The bus master asserts the first TDOUT 100 ns minimum after gating 
TDATA<15:00>. 

NOTE 
During DATBO cycles, TBS7 is undefined. 

• Receive data-the bus slave receives stable data on RDATA<15:00> 
from 25 ns minimum before receiving RDOUT until 25 ns minimum 
after receiving the negation of RDOUT. The bus slave asserts TRPLY 
o ns minimum after receiving RDOUT. The bus slave asserts TREF 
concurrent with TRPLY if, and only if, it is a block mode device which 
can support another RDOUT after the current RDOUT. 

NOTE 
Block mode transfers must not cross I6-word boundaries. 

• Terminate output transfer-the bus master negates TDOUT 150 ns 
minimum after receiving RRPLY. 

• Operation completed-the bus slave negates TRPLY 0 ns minimum 
after receiving the negation of RDOUT. If RREF was asserted 
when TDOUT negated and if the bus master wants to transfer 
another word, the bus master gates the new data on TDATA<15:00> 
100 ns minimum after negating TDOUT. RREF is stable from 
75 ns maximum after RRPLY asserts until 20 ns minimum after 
RDOUT negates. (The 20 ns minimum represents minimum receiver 
delays for RDOUT at the slave and RREF at the master). The bus 
master asserts TDOUT 100 ns minimum after gating new data on 
TDATA<15:00> and 150 ns minimum after receiving the negation of 
RRPLY. The cycle continues with the timing relationship in receive 
data above. 

NOTE 
The bus master must limit itself to not more than 8 transfers 
unless it monitors RDMR. If it monitors RDMR, it may perform 
up to 16 transfers as long as RDMR is not asserted at the end 
of the seventh transfer. 



0-26 Q22-bus Specification 

• Terminate bus cycle-if RREF was not asserted when RRPLY 
negated or if the bus master has no additional data to transfer, the 
bus master removes data on TDATA<15:00> from the bus 100 ns 
minimum after negating TDOUT. If RREF was not asserted when 
TDOUT negated, the bus master negates TSYNC 275 ns minimum 
after receiving the last RRPLY and 0 ns minimum after the negation 
of the last RRPLY. 

• Release the bus-the DMA bus master negates TSACK 0 ns after 
negation of the last RRPLY. The DMA bus master negates TSYNC 
300 ns maximum after it negates TSACK. The DMA bus master must 
remove TDATA, TBS7, and TWTBT from the bus 100 ns maximum 
after clearing TSYNC. 

At this point the block mode transfer is complete, and the bus arbitration 
logic in the CPU enables processor-generated TSYNC or issues another 
bus grant (TDMGO) if RDMR is asserted. 

C.4.3 DMA Guidelines 

• Systems with memory refresh over the bus must not include devices 
that perform more than one transfer per acquisition. 

• Bus masters that do not use block mode are limited to four DATI, four 
DATO, or two DATIO transfers per acquisition. 

• Block mode bus masters that do not monitor BDMR are limited to 
eight transfers per acquisition. 

• If BDMR is not asserted after the seventh transfer, block mode bus 
masters that do monitor BDMR may continue making transfers 
until the bus slave fails to assert BREF, or until they reach the total 
maximum of 16 transfers. Otherwise, they stop after eight transfers. 

[ 

r 
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c.s Interrupts 
The interrupt capability of the Q22-bus allows an I/O device to 
temporarily suspend (interrupt) current program execution and divert 
processor operation to service the requesting device. The processor inputs 
a vector from the device to start the service routine (handler). Like the 
device register address, hardware fixes the device vector at locations 
within a designated range below location 001000. The vector indicates the 
first of a pair of addresses. The processor reads the contents of the first 
address, the starting address of the interrupt handler. The contents of the 
second address is a new processor status word (PS). . 

The new PS can raise the interrupt priority level, thereby preventing 
lower-level interrupts from breaking into the current interrupt service 
routine. Control is returned to the interrupted program when the 
interrupt handler is ended. The original interrupted program's address 
(PC) and its associated PS are stored on a stack. The original PC and 
PS are restored by a return from interrupt (RT! or RTT) instruction at 
the end of the handler. The use of the stack and the Q22-bus interrupt 
scheme can allow interrupts to occur within interrupts (nested interrupts), 
depending on the PS. 

Interrupts can be caused by Q22-bus options or the MicroVAX cpu. Those 
interrupts that originate from within the processor are called traps. Traps 
are caused by programming errors, hardware errors, special instructions, 
and maintenance features. 

The following Q22-bus signals are used in interrupt transactions: 

Signal 

BIRQ4 L 
BIRQ5 L 
BIRQ6L 
BIRQ7L 
BIAKIL 
BIAKOL 

BDAL<21:00> 
BDINL 
BRPLYL 

Definition 

Interrupt request priority level 4 
Interrupt request priority level 5 
Interrupt request priority level 6 
Interrupt request priority level 7 
Interrupt acknowledge input 
Interrupt acknowledge output 

Data/address lines 
Data input strobe 
Reply 
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C.S.1 Device Priority 

The Q22-bus supports the following two methods of device priority: 

• Distributed arbitration - priority levels are implemented on the 
hardware. When devices of equal priority level request an interrupt, 
priority is given to the device electrically closest to the processor. 

• Position-defined arbitration - priority is determined solely by 
electrical position on the bus. The closer a device is to the processor, 
the higher its priority is. 

C.S.2 Interrupt Protocol 

Interrupt protocol on the Q22-bus has three phases: 

• Interrupt request 

• Interrupt acknowledge and priority arbitration 

• Interrupt vector transfer phase 

The interrupt request phase begins when a device meets its specific 
conditions for interrupt requests. For example, the device is ready, 
done, or an error occurred. The interrupt enable bit in a device status 
register must be set. The device then initiates the interrupt by asserting 
the interrupt request line(s). BIRQ4 L is the lowest hardware priority 
level and is asserted for all interrupt requests for compatibility with 
previous Q22-bus processors. The level at which a device is configured 
must also be asserted. A special case exists for level 7 devices that must 
also assert level 6. The following list gives the interrupt levels and the 
corresponding Q22-bus interrrupt request lines. For an explanation, refer 
to Section C.5.3. 

Interrupt Level 

4 
5 
6 
7 

Lines Asserted by Device 

BIRQ4L 
BIRQ4 L, BIRQ5 L 
BIRQ4 L, BIRQ6 L 
BIRQ4 L, BIRQ6 L, BIRQ7 L 

Figure C-ll shows the interrupt request/acknowledge sequence. 
r 
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PROCESSOR 

S;ROBE INHRRUP;S 
ASSERT BDIN L 

I 
I 

* GRAN; REQUEST 
PAUSE ANO ASSEAT BIAKO l 

RECEIVE VECTOR ANO 
TEAMINA-rE REOUEST 

!NPUT VECTOR AODRESS 
NEGATE BDIN lAND BIAKO l 

PROCESS THE INTERRUPT 
SAVE INTERRUPTED PROGRAM 
PC AND PS ON STACK 
lOAD NEW PC AND PS FROM 
VECTOR ADDRESSED lOCATION 
EXECUTE INTERRUPT SERVICE 
ROUTINE FOR. THE DEVICE 

----------- -
------

------
--------
-----

Q22-bus Specification 

DEVICE 

INITIATE REOUEST 
ASSERT BIRO i.. 

RECEIVE BDIN L 
STORE "INTERRUPT SENDING" 
IN DEVICE 

RECEIVE BIAKI l 
RECEIVE BIAKI L AND INHIBIT 
BIAKO L 
PLACE VECTOR ON BDAl < 15:00 > L 
AsseRT BRPLYL 
NEGATE BIRO L 

COMPLETE VECTOR TRANSFER 
REMOVE VECTOR FROM BDAl BUS 
NEGATE BRPl Y L 

Figure C-11 Interrupt Request! Acknowledge Sequence 
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The interrupt request line remains asserted until the request is 
acknowledged. 

During the interrupt acknowledge and priority arbitration phase, the LSI­
llJ23 processor acknowledges interrupts under the following conditions: 

• The device interrupt priority is higher than the current PS<7:5>. 

• The processor has completed instruction execution and no additional 
bus cycles are pending. 

The processor acknowledges the interrupt request by asserting BDIN L, 
and 150 ns minimum later asserting BIAR:O L. The device electrically 
closest to the processor receives the acknowledge on its BIAKI L bus 
receiver. 

At this point, the two types of arbitration must be discussed separately. 
If the device that receives the acknowledge uses the four-level interrupt 
scheme, it reacts as follows: 

• If not requesting an interrupt, the device asserts BIAKO L and the 
acknowledge propagates to the next device on the bus. 

• If the device is requesting an interrupt, it must check that no higher­
level device is currently requesting an interrupt. This is done by 
monitoring higher-level request lines. The table below lists the lines 
that need to be monitored by devices at each priority level. 

In addition to asserting levels 7 and 4, level 7 devices must drive level 
6. This is done to simplify the monitoring and arbitration by level 4 
and 5 devices. In this protocol, level 4 and 5 devices need not monitor 
level 7 because level 7 devices assert level 6. Level 4 and 5 devices 
become aware of a level 7 request because they monitor the level 6 
request. Tr...is protocol :has been optimized for level 4, 5, and 6 devices, 
since level 7 devices are very seldom necessary. 

Device Priority Level Line(s) Monitored 

4 
5 
6 
7 

BIRQ5, BIRQ6 
BIRQ6 
BIRQ7 

I 

l 



Q22-bus Specification G-31 

• If no higher-level device is requesting an interrupt, the acknowledge 
is blocked by the device. (BlAKO L is not asserted.) Arbitration logic 
within the device uses the leading edge of BDIN L to clock a flip-flop 
that blocks BIAKO L. Arbitration is won and the interrupt vector 
transfer phase begins. 

• If a higher-level request line is active, the device disqualifies itself 
and asserts BIAKO L to propagate the acknowledge to the next device 
along the bus. 

Signal timing must be considered carefully when implementing four-level 
interrupts (Figure C-12). 

T IRQ 

R DIN 

R lAKl 

T RPLY 

T DAL 

R SYNC 

R aS7 

INTERRUPT LATENCY 
~ MINUS SERVICE TIME 

;--I ___ ~_--

r- t--'oo ns MAXIMUM 

(4) 
Xr----~VE-C-TO-R--~~ 

----------------------------~ 

(UNASSERTEOl 

(UNASSERTEDl 

NOTES 
1. TIMiNG SHOWN AT REQUESTING DEVICE sus DRIVER 

INPUTS AND BUS RECEIVER OUTPUTS. 

2. SIGNAL NAME PREFIXES ARE DEFINED BELOW' 
T:I BUS DRIVER INPUT 
R • BUS RECEIVER OUTPUT 

3, BUS DRIVER OUTPUT AND BUS RECEIVER INPUT 
SIGNAL NAMES INCLUDE A "6" PREFIX. 

4, DON'T CARE. CONDITION. 

Figure C-12 Interrupt Protocol Timing 
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If a single-level interrupt device receives the acknowledge, it reacts as 
follows: 

• If not requesting an interrupt, the device asserts BIAKO L and the 
acknowledge propagates to the next device on the bus. 

• If the device was requesting an interrupt, the acknow1edge is blocked 
using the leading edge of BDIN L, and arbitration is won. The 
interrupt vector transfer phase begins. 

The interrupt vector transfer phase is enabled by BDIN Land BIAKI L. 
The device responds by asserting BRPLY L and its BDAL<15:00> L bus 
driver inputs with the vector address bits. The BDAL bus driver inputs 
must be stable within 125 ns maximum after BRPLY L is asserted. The 
processor then inputs the vector address and negates BDIN Land BlAKO 
L. The device then negates BRPLY L and 100 ns maximum later removes 
the vector address bits. The processor then enters the device's service 
routine. 

NOTE 
Propagation delay from BIAKI L to BIAKO L must not be greater 
than 500 ns per Q22-bus slot. The device must assert BRPLY L 
within 10 ps maximum after the processor asserts BIAKI L 

C.S.3 Q22-bus Four-Level Interrupt Configurations 

If you have high-speed peripherals and desire better software 
performance, you can use the four-level interrupt scheme. Both position­
independent and position-dependent configurations can be used with the 
four-level interrupt scheme. 

Fig-W'e C-13 shows the position-independent configuration. This allows 
peripheral devices that use the four-level interrupt scheme to be placed 
in the backplane in any order. These devices must send out interrupt 
requests and monitor higher-level request lines as described. The level 4 
request is always asserted from a requesting device regardless of priority. 
If two or more devices of equally high priority request an interrupt, the 
device physically closest to the processor wins arbitration. Devices that 
use the single-level interrupt scheme must be modified, or placed at the 
end of the bus, for arbitration to function properly. 

\ 
l 

L 
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SIAK (INTERRUPT ACKNOWlEDGE) LEVEL4 I SIAK. LEVEL 6 I SIAK. LEVELS I SIAK. lEVEL 7 
KASSO DEVICE DEVICE DEVICE DEVICE 

l t BIRQ 4 (LEVEL 4 INTERRUPT REQUEST) ! f ! ! I ! 
BIRQS ILEVELS INTERRUPT REQUEST) I ! 
BIRQ 61LEVEL SINTERRUPT REQUEST) 

BIRQ 7 (LEVEL 7 INTERRUPT REQUEST) 

Figure C-13 Position-Independent Configuration 

Figure C-14 shows the position-dependent configuration. This 
configuration is simpler to implement. A constraint is that peripheral 
devices must be inserted with the highest priority device located closest 
to the processor, and the remaining devices placed in the backplane in 
decreasing order of priority (with the lowest priority devices farthest 
from the processor). With this configuration, each device has to assert 
only its own level and level 4. Monitoring higher-level request lines is 
unnecessary. Arbitration is achieved through the physical positioning of 
each device on the bus. Single-level interrupt devices on level 4 should be 
positioned last on the bus. 

KASSO 
SIAK ClNTERRUPT ACKNOWLEDGE) LEVEL 7 ~ LEVELS ~ LEVELS ~ LEVEL4 

DEVICE DEVICE DEVICE DEVICE 

1 
BIRQ 4 I LEVEL 4 INTERRUPT REQUEST) 1 ! I 1 ! 
BIRQ 5 I LEVEL 5 INTERRUPT REQUEST) ! 
BIRQ 61LEVEL SINTERRUPT REQUEST) 

BIRQ 7 ILEVEL 7 INTERRUPT REQUEST) 

Figure C-14 Position-Dependent Configuration 
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C.6 Control Functions 
The following Q22-bus signals provide control functions: 

. Signal 

BREFL 
BHALTL 
BINITL 
BPOKH 
BDCOKH 

Definition 

Memory refresh (also block mode DMA) 
Processor halt 
Initialize 
Power OK 
DC power OK 

C.6.1 Memory Refresh 

If BREF is asserted during the address part of a bus data transfer cycle, 
it causes all dynamic MOS memories to be addressed simultaneously. The 
sequence of addresses required for refreshing the memories is determined 
by the specific requirements for each memory. The complete memory 
refresh cycle consists of a series of refresh bus transactions. A new 
address is used for each transaction. A complete memory refresh cycle 
must be completed within 1 or 2 ms. Multiple data transfers by DMA 
devices must be avoided since they could delay memory refresh cycles. 
This type of refresh is done only for memories that do not perform on­
board refresh. 

C.6.2 Halt 

Assertion of BHALT L for at least 25 ns interrupts the processor, which 
stops program execution and forces the processor unconditionally into 
console 110 mode. 

C.6.3 Initialization 

Devices along the bus are initialized when BINIT L is asserted. The 
processor can assert BINIT L as a result of executing a reset instruction 
as part of a power-up or power-down sequence. BINIT L is asserted for 
approximately 10 JlS when reset is executed. 

r 
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C.6.4 Power Status 

Power status protocol is controlled by two signals, BPOK Hand BDCOK 
H. These signals are driven by an external device (usually the power 
supply). 

C.6.S SOCCK H 

When asserted, this control indicates that dc power has been stable for 
at least 3 ms. Once asserted, this line remains asserted until the power 
fails. It indicates that only 5 J.lS of dc power reserve remains. 

C.6.6 BPOK H 

When asserted, this control indicates there is at least an 8 ms reserve of 
dc power, and that BDCOK H has been asserted for at least 70 ms. Once 
BPOK has been asserted, it must remain asserted for at least 3 ms. The 
negation of this line, the first event in the power-fail sequence, indicates 
that power is failing and that only 4 ms of dc power reserve remains. 

C.6.7 Power-Up and Power-Down Protocol 

Power-up protocol begins when the power supply applies power with 
BDCOK H negated. This forces the processor to assert BINIT L. When 
the de voltages are stable, the power supply or other external device 
asserts BDCOK H. The processor responds by clearing the PS, floating­
point status register (FPS), and floating-point exception register (FEC). 
BOOT L is asserted for l2.6 lIS, and then negated for 110 J.lS. The 
processor continues to test for BPOK H until it is asserted. The power 
supply asserts BPIK H 70 ms minimum after BDCOK H is asserted. The 
processor then performs its power-up sequence. Normal power must be 
maintained at least 3 ms before a power-down sequence can begin. 

A power-down sequence begins when the power supply negates BPOK 
H. When the current instruction is completed, the processor traps to a 
power-down routine at location 24. The end of the routine is terminated 
with a halt instruction to avoid any possible memory corruption as the dc 
voltages decay. 

When the processor executes the halt instruction, it tests the BPOK 
H signal. If BPOK H is negated, the processor enters the power-up 
sequence. It clears internal registers, generates BINIT L, and continues 
to check for the assertion of BPOK H. If it is asserted and de voltages 
are still stable, the processor performs the rest of the power-up sequence. 
Figure 0-15 shows power-up and power-down timing. 
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NOTE 
The KA655 does not follow this protocol. Refer to Section 3.7.5 for 
a description of KA655 initialization. 

tilNr i L 

B POK H 

SOCOK H 

DC POWER 

FO ns MINIMUM 
. i 

I 

l r- 8-20.S\ 

3 ms t:' -I '.S (;:-+---~ 
~ 1 

lr+---tI MAXIMUM I MAXIMUM 

NOTE 
ONCE A POWEA·DOWN SEQUENCE IS STARTED. 
IT MUST BE COMPLETED BEFORE A POWER·UP 
SEQUENCE IS STARTED 

1 70ms ~ 
MINIMUM 

Figure C-15 Power-Up and Power-Down Timing 

C.7 Q22-bus Electrical Characteristics 

NORMAL 
POWER 

"''',6032 
MA·1C'7·B1 

The input and output logic levels for Q22-bus signals are given in 
Section C.7.1. 

C.7.1 Signal Level Specifications 

The signal level specifications for the Q22-bus are as foHows: 

Input Logic Level 

TTL logical low 
TTL logical high 

Output Logic Level 
TTL logical low 
TTL logical high 

0.8 Vdc maximum 
2.0 Vdc minimum 

0.4 Vdc maximum 
2.4 V de minimum 
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c. 7.2 Load Definition 

AC loads ,make up the maximum capacitance allowed per signal line to 
ground. A unit load is defined as 9.35 pF of capacitance. DC loads are 
defined as maximum current allowed with a signal line driver asserted or 
unasserted. A unit load is defined as 210 pA in the unasserted state. 

C.7.3 120-0hm Q22-bus 

The electrical conductors interconnecting the bus device slots are treated 
as transmission lines. A uniform transmission line, terminated in 
its characteristic impedance, propagates an electrical signal without 
reflections. Since bus drivers, receivers, and wiring connected to the 
bus have finite resistance and nonzero reactance, the transmission 
line impedance is not uniform, and introduces distortions into pulses 
propagated along it. Passive components of the Q22-bus (such as wiring, 
cabling, and etched signal conductors) are designed to have a nominal 
characteristic impedance of 120 ohms. 

The maximum length of interconnecting cable, excluding wiring within 
the backplane, is limited to 4.88 m (16 feet). 

C.7.4 Bus Drivers 

Devices driving the 120-ohm Q22-bus must have open collector outputs 
and meet the following specifications: 

DC Specifications 

• Output low voltage when sinking 70 mA of current is 0.7 V maximum. 

• Output high leakage current when connected to 3.8 Vdc is 25 pA (even 
if no power is applied, except for BDCOK H and BPOK H). 

• These conditions must be met at worst-case supply temperature, and 
input signal levels. 
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AC Specifications 

• Bus driver output pin capacitance load should not exceed 10 pF. 

• Propagation delay should not exceed 35 ns. 

• Skew (difference in propagation time between slowest and fastest 
gate) should no\' exceed 25 ns. 

• Transition time (from 10% to 90% for positive transition-rise time, 
from 90% to 10% for negative transition-fall time) must be no faster 
than 10 ns. 

C. 7.5 Bus Receivers 

Devices that receive signals from the 120-ohm Q22-bus must meet the 
following requirements: 

DC Specifications 

• Input low voltage maximum is 1.3 V. 

• Input high voltage minimum is 1.7 V. 

• Maximum input current when connected to 3.8 Vdc is 80 pA (even if 
no power is applied). 

These specifications must be met at worst-case supply voltage, 
temperature, and output signal conditions. 

AC Specifications 

• Bus receiver input pin capacitance load should not exceed 10 pF. 

to Propagation delay should not exceed 35 ns. 

• Skew (difference in propagation time between slowest and fastest 
gate) should not exceed 25 ns. 

C.7.S Bus Termination 

The 120-ohm Q22-bus must be terminated at each end by an appropriate 
terminator, as shown in Figure 0-16. This is to be done as a voltage 
divider with its Thevenin equivalent equal to 120 ohms and 3.4 
V (nominal). This type of termination is provided by an REVll-A 
.... .a.4!.,...Qpl..!h.n,..+N·b~:_ni-__ "C"n",(T11 A A 17"'O'tr1~ n ~T"~ __ 1-_ .. __ ...... ,....!_ 
.. _ ...... ""'",",,JI.lU _v_" "'""' ............. .I..&u.""' ... , ~AJ 'f ..L..L-~ .&.~ ,. ..L.L-""', ..LA:J Y .L..L, UJ. IJ~ \,.;'C;:l. l,.c:L.lJ.J. 

backplanes and expansion cards. 
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Each of the several Q22-bus lines (all signals whose mnemonics start 
with the letter B) must see an equivalent network with the following 
characteristics at each end of the bus: 

Bus Termination Characteristic 

Input impedance 
(with respect to ground) 
Open circuit voltage 
Capacitance load 

NOTE 

Value 

120 ohm +5%, -15% 

3.4 Vdc +5% 
Not to exceed 30 pF 

The resistive termination can be provided by the combination 
of two modules. (The processor module supplies 220 ohms to 
ground. This, in parallel with another 220-ohm card, provides 120 
ohms.) Both terminators must reside physically within the same 
backplane. 

C.7.7 Bus Interconnecting Wiring 

The following sections give specific information about bus interconnecting 
wiring. 
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C.7.7.1 Backplane Wiring 
The wiring that connects all device interface slots on the Q22-bus must 
meet the following specifications: 

• The conductors must be arranged so that each line exhibits a 
characteristic impedance of 120 ohms (measured with respect to 
+h,o. 1,....'1'~ .... __ .-.. ___ .............. - '\ 
.............. _IL.L..:> ,""V'.LLL,£.L.I.VJ.J. .L ClLlu,L ..l~J. 

• Crosstalk between any two lines must be no greater than 5%. Note 
that worst-case crosstalk is manifested by simultaneously driving all 
but one signal line and measuring the effect on the undriven line. 

• DC resistance of the signal path, as measured between the near­
end terminator and the far-end terminator module (including all 
intervening connectors, cables, backplane wiring, and connector­
module etch) must not exceed 20 ohms. 

• DC resistance of the common return path, as measured between the 
near-end terminator and the far-end terminator module (including 
all intervening connectors, cables, backplane wiring and connector­
module etch) must not exceed an equivalent of 2 ohms per signal 
path. Thus, the composite signal return path dc resistance must not 
exceed 2 ohms divided by 40 bus lines, or 50 milliohms. Note that 
although this common return path is nominally at ground potential, 
the conductance must be part of the bus wiring. The specified 
low impedance return path must be provided by the bus wiring as 
distinguished from the common system or power ground path. 

C.7.7.2 Intrabackplane Bus Wiring 
The wiring that connects the bus connector slots within one contiguous 
backplane is part of the overall bus transmission line. Owing to 
implementation constraints, the nominal characteristic impedance of 
120 ohms may not be achievable. Distributed wiring capacitance in excess 
of the amount required to achieve the nominal 120-ohm impedance may 
not exceed 60 pF per signal line per backplane. 

C.7.7.3 Power and Ground 
Each bus interface slot has connector pins assigned for the following de 
voltages. The maximum allowable current per pin is 1.5 A. +5 Vdc must 
be regulated to 5% with a maximum ripple of 100 mV pp. +12 Vdc must 
be regulated to 3% with a maximum ripple of 200 mV pp. 
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• +5 Vdc - three pins (4.5 A maximum per bus device slot) 

• +12 Vdc - two pins (3.0 A maximum per bus device slot) 

• Ground - eight pins (shared by power return and signal return) 

NOTE 
Power is not bused between backplanes on any interconnecting 
bus cables. 

C.B System Configurations 
Q22-bus systems can be divided into two types: 

• Systems containing one backplane 

• Systems containing multiple backplanes 

Before configuring any system, three characteristics for each module in 
the system must be identified. 

• Power consumption - +5 Vdc and +12 Vdc are the current 
requirements. 

• AC bus loading - the amount of capacitance a module presents to a 
bus signal1ine. AC loading is expressed in terms of ac loads, where 
one ac load equals 9.35 pF of capacitance. 

• DC bus loading-the amount of dc leakage current a module presents 
to a bus signal when the line is high (undriven). DC loading is 
expressed in terms of dc loads, where one dc load equals 210 pA 
(nominal). 

Power consumption, ac loading, and dc loading specifications for each 
module are included in the Microcomputer Interfaces Handbook. 

NOTE 
The ac and de loads and the power consumption of the processor 
module, terminator module, and backplane must be included in 
determining the total loading of a backplane. 

Rules for configuring single-backplane systems are as follows: 

• When using a processor with 220-ohm termination, the bus can 
accommodate modules that have up to 20 ac loads before additional 
termination is required (Figure C-17). If more than 20 ac loads are 
included, the other end of the bus must be terminated with 120 ohms, 
and then up to 35 ac loads may be present. 
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• With 120-ohm processor termination, up to 35 ac loads can be used 
without additional tennination. If 120-ohm bus termination is added, 
up to 45 ac loads can be configured in the backplane. 

• The bus can accommodate modules up to 20 dc loads (total). 

• The bus signal lines on the backplane can be up to 35.6 em (14 inches) 
long. 
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Rules for configuring multiple backplane systems are as follows: 

• Figure C-18 shows that up to three backplanes can make up the 
system. 

• The signal lines on each backplane can be up to 25.4 em (10 inches) 
long. 

• Each backplane can accommodate modules that have up to 22 ac 
loads. Unused ac loads from one backplane may not be added to 
another backplane if the second backplane loading exceeds 22 ac 
loads. It is desirable to load backplanes equally, or with the highest 
ac loads in the first and second backplanes. 
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• DC loading of all modules in all backplanes cannot exceed 20 loads. 

• Both ends of the bus must be terminated with 120 ohms. This means 
the first and last backplanes must have an impedance of 120 ohms. 
To achieve this, each backplane can be lumped together as a single 
point. The resistive termination can be provided by a combination of 
two modules in the backnlane - the nror.e~~rn- nrovininc- 9.20 n'hTnS to 
ground in parallel with ~ expan~~i~~ p~ddl;~~d pro~di.;i 250 ohms 
to give the needed 120-ohm termination. 

Alternately, a processor with 120-ohm termination would need no 
additional termination on the paddle card to attain 120 ohms in the 
first box. The 120-ohm termination in the last box can be provided 
in two ways: the termination resistors may reside either on the 
expansion paddle card, or on a bus termination card (such as the 
BDVll). 

• The cable(s) connecting the first two backplanes is 61 em (2 feet) or 
more in length. 

• The cableCs) connecting the second backplane to the third backplane is 
122 cm (4 feet) longer or shorter than the cableCs) connecting the first 
and second backplanes. 

• The combined length of both cables cannot exceed 4.88 m (16 feet). 

• The cables used must have a characteristic impedance of 120 ohms. 

C.8.1 Power Supply Loading 

Total power requirements for each backplane can be determined by 
obtaining the total power requirements for each module in the backplane. 
Obtain separate totals for +5 V and +12 V power. Power requirements for 
each module are specified in the Microcomputer Interfaces Handbook. 

When distributing power in multiple backplane systems, do not attempt 
to distribute power through the Q22-bus cables. Provide separate, 
appropriate power wiring from each power supply to each backplane. 
Each power supply should be capable of asserting BPOK H and BDCOK 
H signals according to bus protocol; this is required if automatic power­
fail/restart programs are implemented, or if specific peripherals require 
an orderly power-down halt sequence. The proper use of BPOK H and 
BDCOK H signals is strongly recommended. 
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C.9 Module Contact Finger Identification 
DIGITAL's plug-in modules all use the same contact finger (pin) 
identification system. A typical pin is shown in Figure C-19. 

/'"~~"" 
SLOT IROWIIDENTIFIER IDENTIFIER 
"SLOT 8" "SIDE 2" (SOLDER 

SIDE) 
PIN IDENTIFIER 
"PIN E" 

Figure C-19 Typical Pin Identification System 

The Q22-bus is based on the use of quad-height modules that plug into 
a 2-slot bus connector. Each slot contains 36 lines (18 lines on both the 
component side and the solder side of the circuit board). 

Slots, row A, and row B include a numeric identifier for the side of the 
module. The component side is designated side 1, the solder side is 
designated side 2, as shown in Figure C-20. 

Letters ranging from A through V (excluding G, I, 0, and Q) identify a 
particular pin on a side of a slot. Table C-7 lists and identifies the bus 
pins of the quad-height module. A bus pin identifier ending with a 1 
is found on the component side of the board, while a bus pin identifier 
ending with a 2 is found on the solder side of the board. 

The positioning notch between the two rows of pins mates with a 
protrusion on the connector block for correct module positioning. 
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SIO£ \ 
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Figure C-20 Quad-Height Module Contact Finger Identification 
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The dimensions for a typical Q22-bus module are represented in 
Figure C-21. 
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Figure C-21 Typical Q22·bus Module Dimensions 

Table C-7 Bus Pin Identifiers 

Bus Pin. 

AAI 

ABI 

ACI 

ADI 

Signal 

BIRQ5 L 

BIRQ6 L 

BDAL16 L 

BDAL17 L 

Defu:U.tion 

Interrupt request priority level 5. 

Interrupt request priority level 6. 

Extended address bit during addressing protocol; 
memory error data line during data transfer 
protocol. 

Extended address bit during addressing protocol; 
memory error logic enable during data transfer 
protocol. 
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Table C-7 (Cont.) Bus Pin Identifiers 

Bus Pin Signal Definition 

AEI 

AFI 

AHI 

AJI 

AKI 

ALI 

AMI 

SSPAREI 
(alternate +5B) 

SSPARE2 

SSPARE3 
SRUN 

GND 

MSPAREA 

MSPAREB 

GND 

Special spare - not assigned or bused in 
DIGITAL's cable or backplane assemblies. 
A"';ailable for us~y euY.ul~ction. Optionally, this 
pin can be used for +5 V battery (+5 B) back­
up power to keep critical circuits alive during 
power failures. A jumper is required on Q22-bus 
options to open (disconnect) the +5 B circuit in 
systems that use this line as 
SSPAREI. 

Special spare - not assigned or bused in 
DIGITAL's cable or backplane assemblies. 
Available for user interconnection. In the 
highest priority device slot, the processor can 
use this pin for a signal to indicate its run state. 

Special spare - not assigned or bused 
simultaneously in DIGITAL's cable or backplane 
assemblies; available for user interconnection. 
An alternate SRUN signal can be connected in 
the highest priority set. 

Ground - system signal ground and dc return. 

Maintenance spare - normally connected 
together on the backplane at each option location 
(not a bused connection). 

Maintenance spare - normally connected 
together on the backplane at each option location 
(not a bused connection). 

Ground - system signal ground and dc return. 
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Table 0-7 (Cont.) Bus Pin Identifiers 

Bus Pin Signal 

ANI BD:MRL 

API BHALTL 

ARI BREFL 

Definition 

DMA request - a device asserts this signal 
to request bus mastership. The processor 
arbitrates bus mastership between itself and 
all DMA devices on the bus. If the processor is 
not bus master (it has completed a bus cycle and 
BSYNC L is not being asserted by the processor), 
it grants bus mastership to the requesting device 
by asserting BDMGO L. The device responds by 
negating BDMR L and asserting BSACK L. 

Processor halt - when BHALT L is asserted 
for at least 25 llS, the processor services the 
halt interrupt and responds by halting normal 
program execution. External interrupts are 
ignored but memory refresh interrupts in Q22-
bus operations are enabled ifW4 on the M7264 
and M7264-YA processor modules is removed 
and DMA request/grant sequences are enabled. 
The processor executes the ODT microcode, and 
the console device operation is invoked. 

Memory refresh - asserted by a DMA device. 
This signal forces all dynamic MOS memory 
units requiring bus refresh signals to be 
activated for each BSYNC UBDIN L bus 
transaction. It is also used as a control signal 
for block mode DMA. 

CAUTION 
The user must avoid multiple DMA data 
transfers (burst or hot mode) that could 
delay refresh operation if using DMA 
refresh. Complete refresh cycles must 
occur once every 1.6 ms if required. 
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Table C-7 (Cont.) Bus Pin Identifiers 

Bus Pin Signal Definition 

AS1 

AT1 

AU1 

AV1 

BA1 

BB1 

BC1 

BDI 

BEl 

+12 B or +5 B 

GND 

PSPARE 1 

+5 B 

BDCOKH 

BPOKH 

SSPARE4 
BDAL18 L 
(22-bit only) 

SSPARE5 
BDAL19 L 
(22-bit only) 

SSPARE6 
BDAL20 L 

+12 Vdc or +5 V battery back-up power to keep 
critical circuits alive during power failures. This 
signal is not bused to BS1 in all of DIGITAL's 
backplanes. A jumper is required on all Q22-bus 
options to open (disconnect) the backup circuit 
from the bus in systems that use this line at the 
alternate voltage. 

Ground - system signal ground and de return. 

Spare - not assigned. Customer usage not 
recommended. Prevents damage when modules 
are inserted upside down. 

+5 V battery power - secondary +5 V power 
connection. Battery power can be used with 
certain devices. 

DC power OK - a power supply generated 
signal that is asserted when the available de 
voltage is sufficient to sustain reliable system 
operation. 

Power OK - asserted by the power supply 70 
ms after BDCOK is negated when ae power 
drops below the value required to sustain power 
(approximately 75% of nominal). When negated 
during processor operation, a power-fail trap 
sequence is initiated. 

Special spare in the Q22-bus - not assigned. 
Bused in 22-bit cable and backplane assemblies. 
Available for user interconnection. 

CAUTION 
These pins may be used by manufacturing 
as test points in some options. 

In the Q22-bus, these bused address lines are 
address lines <21:18>. Currently not used 
during data time. 
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Table C-7 (Cont.) Bus Pin Identifiers 

Bus Pin Signal Definition 

BF1 

BH1 

BJ1 

BK1 
BLI 

BM1 

BN1 

BPI 

BRI 

BS1 

BTl 

BUI 

BV1 

AA2 

SSPARE7 
BDAL2IL 

SSPARE8 

GND 

MSPAREB 
MSPAREB 

GND 

BSACKL 

BIRQ7 L 

BEVNTL 

+12 B 

GND 

PSPARE2 

+5 

+5 

In the Q22-bus, these bused address lines are 
address lines <21:18>. Currently not used 
during data time. 

Special spare - not assigned or bused in 
DIGITAL's cable and backplane assemblies. 
Available for user interconnection. 

Ground - system signal ground and dc return. 

Maintenance spare - normally connected 
together on the backplane at each option location 
(not a bused connection). 

Ground - system signal ground and dc return. 

This signal is asserted by a DMA device in 
response to the processor's BDMGO L signal, 
indicating that the DMA device is bus master. 

Interrupt request priority level 7. 

External event interrupt request - when 
asserted, the processor responds by entering 
a service routine through vector address 1008. A 
typical use of this signal is as a line time clock 
(LTC) interrupt. 

+12 Vdc battery back-up power (not bused to 
AS1 in all of DIGITAL's backplanes). 

Ground - system signal ground and dc return. 

Power spare 2 - not assigned a function and not 
recommended for use. If a module is using 
·12 V (on pin AB2), and, if the module is 
accidentally inserted upside down in the 
backplane, -12 Vdc appears on pin BU1. 

+5 V power - normal +5 V dc system power. 

+5 V power - normal +5 V dc system power. 
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Table C-7 (Cont.) Bus Pin Identifiers 

Bus Pin Sigual Definition 

AB2 

AC2 

AD2 

AE2 

AF2 

AH2 

-12 

GND 

+12 

BDOUTL 

BRPLYL 

BDINL 

-12 V power - -12 Vdc power for (optional) 
devices requiring this voltage. Each Q22-
bus module that requires negative voltages 
contains an inverter circuit that generates the 
required voltage(s). Therefore, -12 V power is 
not required with DIGITAUs options. 

Ground - system signal ground and de return. 

+12 V power - +12 Vdc system power. 

Data output - when asserted, BDaUT implies 
that valid data is available on BDAL<O:15> L 
and that an output transfer, with respect to the 
bus master device, is taking place. BDaUT L is 
deskewed with respect to data on the bus. The 
slave device responding to the BDaUT L signal 
must assert BRPLY L to complete the transfer. 

Reply - BRPLY L is asserted in response 
to BDIN L or BDOUT L and during IAK 
transactions. It is generated by a slave device to 
indicate that it has placed its data on the BDAL 
bus or that it has accepted output data from the 
bus. 

Data input - BDIN L is used for two types of 
bus operations. 

• When asserted during BSYNC L time, BDIN 
L implies an input transfer with respect 
to the current bus master, and requires a 
response (BRPLY L). BDIN L is asserted 
when the master device is ready to accept 
data from the slave device. 

• When asserted without BSYNC L, it 
indicates that an interrupt operation is 
occurring. The master device must deskew 
input data from BRPLY L. 
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Table 0-7 (Cont.) Bus Pin Identifiers 

Bus Pin Signal Definition 

AJ2 

AK2 

AL2 

AM2 
AN2 

BSYNC L 

BWTBTL 

BIRQ4 L 

BIAKI L 
BIAKOL 

Synchronize - BSYNC L is asserted by the bus 
master device to indicate that it has placed an 
address on BDAL<0:17> L. The transfer is in 
process until BSYNC L is negated. 

Write/byte - BWTBT L is used in two ways to 
control a bus cycle. 

• It is asserted at the leading edge of BSYNC 
L to indicate that an output sequence (DATO 
or DATOB), rather than an input sequence, 
is to follow. 

• It is asserted during BDOUT L, in a DATOB 
bus cycle, for byte addressing. 

Interrupt request priority level 4 - a level 4 
device asserts this signal when its interrupt 
enable and interrupt request fl.iJrfiops are set. If 
the PS word bit 7 is 0, the processor responds by 
acknowledging the request by asserting BDIN L 
andBlAKOL. 

Interrupt acknowledge - in accordance with 
interrupt protocol, the processor asserts BIAKO 
L to acknowledge receipt of an interrupt. The 
bus transmits this to BIAKI L of the device 
electrically closest to the processor. This device 
accepts the interrupt acknowledge under two 
conditions. 

• The device requested the bus by asserting 
BIRQn L (where n= 4, 5, 6 or 7) 

• The device has the highest priority interrupt 
request on the bus at that time. 
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Table C-7 (Cont.) Bus Pin Identifiers 

Bus Pin Signal Definition 

AP2 

AR2 
AS2 

AT2 

BBS7L 

BDMGIL 
BDMGOL 

BINIT L 

If these conditions are not met, the device 
asserts BIAKO L to the next device on the bus. 
This process continues in a daisy chain fashion 
until the device with the highest interrupt 
priority receives the interrupt acknowledge 
signal. 

Bank 7 select - the bus master asserts this 
signal to reference the I/O page (including 
that part of the page reserved for nonexistent 
memory). The address in BDAL<O:12> L when 
BBS7 L is asserted is the address within the I/O 
page. 

Direct memory access grant - the bus arbitrator 
asserts this signal to grant bus mastership to a 
requesting device, according to bus mastership 
protocol. The signal is passed in a daisy-chain 
from the arbitrator (as BDMGO L) through the 
bus to BDMGI L of the next priority device (the 
device electrically closest on the bus). 

This device accepts the grant only if it requested 
to be the bus mast-er (by a BDMR L). If 
not, the device passes the grant (asserts 
BDMOO L) to the next device on the bus. This 
process continues until the requesting device 
acknowledged the grant. 

CAUTION 
DMA device transfers must Dot interfere 
with the memory refresh cycle. 

Initialize - this signal is used for system reset. 
All devices on the bus are to return to a known, 
initial state; that is, registers are reset to zero, 
and logic is reset to state O. Exceptions should 
be completely documented il'). programming and 
engineering specifications for the device. 
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Table C-7 (Cont.) Bus Pin Identifiers 

Bus Pin Signal Definition 

AU2 
AV2 

BA2 

BB2 

BC2 

BD2 

BE2 
BF2 
BH2 
BJ2 
BK2 
BL2 
BM2 
BN2 
BP2 
BR2 
BS2 
BT2 
BU2 
BV2 

BDALOL 
BDALIL 

-12 

GND 

+12 

BDAL2L 
BDAL3 L 
BDAlAL 
BDALSL 
BDAL6L 
BDAL7L 
BDALBL 
BDAL9L 
BDALI0L 
BDALll L 
BDAL12 L 
BDAL13 L 
BDAL14 L 
BDAL15 L 

Data/address lines - these two lines are part 
of the IS-line data/address bus over which 
address and data information are communicated. 
Address information is first placed on the bus 
by the bus master device. The same device then 
either receives input data from, or outputs data 
to, the addressed slave device or memory over 
the same bus lines. 

+5 V power - normal +5 V dc system power. 

-12 V power (voltage not supplied) - -12 Vdc 
power for (optional) devices requiring this 
voltage. 

Ground - system signal ground and de return. 

+12 V power - +12 V system power. 

Data/address lines - these 14 lines are part of 
the 16-line data/address bus. 





D 
Acronyms 

This appendix lists and defines the acronyms that are most frequently 
used in this manual. 

ACRONYM 

ACV 
AlE 
ANSI 
AP 
ASTLVL 
BBU 
BCD 
BDR 
BM 
BRS 
CADR 
CMCTL 
CPMBX 
CQBIC 
CRC 
CSR 
CSTD 
CSTS 
DEAR 
DIP 
DM 
DMA 

DEFINITION 

Access control violation 
Alarm interrupt enable 
American National Standards Institute 
Argument pointer 
Asynchronous system trap level 
Battery back-up unit 
Binary coded decimal 
Boot and diagnostic register 
Byte mask 
Baud rate select signals 
Cache disable register 
CVAX memory controller chip 
Console program mailbox 
CVAX Q22-bus interface chip 
Cyclic redundancy check 
Control and status register 
Console storage transmit data 
Console storage transmit status 
DMA error address register 
Dual in-line package 
Data mode 
Direct memory access 

0-1 
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ACRONYM 

DSE 
EDITPC 
ElA 

ERR 
ESP 
FP 
FPA 
FPU 
GPR 
ICCS 
ICR 
IORESET 
IPCR 
IPL 
IPR 
ISP 
KSP 
LSI 
MAPEN 
MBRK 
MBZ 
MCESR 
MCS 
MFPR 
M:MU 
MOP 
MOS 
MSER 
MTPR 
NICR 
NXM 
POBR 
PIBR 
PC 
PCB 
PCBB 
PIE 

DEFINITION 

Daylight saving enable 
EDIT packed to character string 
Electronic Industries Association 
Erasable programmable read-only memory 
Error signal 
Executive stack pointer 
Frame pointer 
Floating-point accelerator 
Floating-point unit 
General purpose register 
Interval clock control and status register 
Interval count register 
I/O bus reset register 
Interprocessor communication register 
Interrupt priority level 
Internal processor register 
Interrupt stack pointer 
Kernel stack pointer 
Large scale integration 
Memory management mapping enable register 
Microprogram break register 
Must be zero 
Machine check error summary register 
Multinational character set 
Move from process register 
Memory management unit 
Maintenance operation protocol 
Metal oxide semiconductor 
Memory system error register 
Move to process register 
Next interval count register 
Nonexistent memory 
PO base register 
PI base register 
Program counter 
Process control block 
Process control block base 
Periodic interrupt enable 



ACRONYM 

POLR 
PILR 
PMR 
POPr 
PIPr 
PROM 
PSL 
PSW 
PrE 
QBEAR 
RAM 
RPB 
RXCS 
RXDB 
SAVPC 
SAVPSL 
SBR 
SCA 
SCB 
SCBB 
SID 
SIE 
SIRR 
SISR 
SLR 
SLU 
SP 
SPr 
SQWE 
SSC 
SSP 
TBCHK 
TBDATA 
TBDR 
TBIA 
TBIS 
TNV 
TODR 

DEFINITION 

PO length register 
PI length register 
Performance monitor enable register 
PO page table 
PI page table 
Programmable read only memory 
Processor status longword 
Processor status word 
Page table entry 
Q22-bus error address register 
Random-access memory 
Restart parameter block 
Console receiver control/status register 
Console receiver data buffer 
Console saved PC register 
Console saved PSL register 
System base register 
System commumcations architecture 
System control block 
System control block base 
System identification register 
System identification extension 
Software interrupt request register 
Software interrupt summary register 
System length register 
Serial line unit 
Stack pointer 
System page table 
Square-wave enable 
System support chip 
Supervisor stack pointer 
Translation buffer check register 
Translation buffer data 
Translation buffer disable register 
Translation buffer invalidate all 
Translation buffer invalidate single 
Translation not valid 
Time-of-year register 

Acronyms 0-3 



D-4 Acronyms 

ACRONYM 

TXCS 
TXDB 
mE 
VIP 
USP 
VLSI 
VPN 
VRT 
VMB 
XFC 
ZIP 

DEFINITION 

Console transmit control/status register 
Console transmit data buffer 
Update interrupt enable 
Update in progress 
User stack pointer 
Very large seale integration 
Virtual page number 
Valid RAM and time 
Virtual memory bootstrap 
Extended function call 
Zig-zag in-line package 



A 

Abort, 3-17 
Accessing the Q22-bus map 

registers, 3-88 

B 

Backplane wiring, C-41 
Battery backed-up RAM, 3-82 
Ba'ld rate, 3-71 
BDCOKH, C-35 
Block mode DMA C-18 
BOOT, 4-21 ' 
Boot and diagnostic facility, 3-77 
Boot and diagnostic register, 3-78 
Boot devices, 4-64 
Boot flags, 4-66 
Bootstrapping, 4-64 
BPOKH, C-35 
Break response, 3-70 
Bus cycle protocol, C-7 
Bus drivers, C-37 
Bus interconnecting wiring, 0-40 
Bus receivers, C-38 
Bus termination, C-39 

c 
Cacheable references, 3-34 
Cache control register, 3-49 
Cache disable register, 3-39 
Cache memory, 1-6,3-34 
Call-back entry points, 4-90 

Index 

CDAL bus to Q22-bus address 
translation, 3-90 

Central processing unit, 1--4 
Central processor, 3-1 
Clock functions, 1--4 
CMCTL registers, 4-87 
Command address specifiers, 4-15 
! - Comment, 4-59 
Compatible system enclosures, 2-11 
Configuration and display connector 

(J2), 2--4 
CONFIGURE, 4-23 
Configuring the KA650, 2-3 
Configuring the Q22-bus map, 3-93 
Console command keywords, 4-14 
Console command qualifiers, 4-15 
Console commands, 4-19 
Console command syntax, 4-13 
Console control characters, 4-11 
Console error messages, 4-97 
Console interrupt specifications, 

3-71 
Console program mailbox, 4-93 
Console receiver control/status 

register, 3-66 
Console receiver data buffer 3-66 
Console registers, 3-65 ' 
Console serial line, 3-65 
Console service, 4-11 
Console SLU connector (J1), 2-3 
Console transmitter control/status 

register, 3-68 
Console transmitter data buffer 

3-70 ' 

Index-1 



Index-2 

Contents of Main Memory 4-87 
CONTINUE, 4-24 . , 
Control functions, C-34 
CPU references, 3-32 

D 

Data-stream read references, 3-32 
Data transfer bus cycles, C-6 
Data types, 3-8 
DATBI bus cycle, C-23 
DATBO bus cycle, C-24 
DEPOSIT, 4-25 
Detailed local address space map, 

B-2 
Device addressing, C-7 
Device-dependent bootstrap 

procedures, 4-73 
Device priority, C-28 
Diagnostic Interdependencies, 4-82 
Diagnostic LED register, 3-80 
Diagnostics, 4-79 
Dimensions, A-I 
Direct memory access, C-17 
Disk and tape bootstrap procedure, 

4-73 
DMA error address regist.er, 3-99 
DMA guidelines, C-26 
DMA protocol, C-17 
DMA system error register, 3-95 

E 

Electrical specifications, A-I 
Environmental specifications, A-2 
EPROM layout, 4-88 
Error handling, 3-99 
Error messages, 4-95 
EXAMINE, 4-28 
Exceptions, 3-16 
Exceptions and interrupts, 3-13 
External halts, 4-5 
External IPRs, B-4 

F 

Fault, 3-17 
FIND, 4-30 
Firmware features, 4-1 
First-level cache, 3-35 
First..-le'V~l cache address tra11s1atiotl, 

3-37 
First-level cache behavior on writes 

3-39 ' 
First-level cache data block 

allocation, 3-38 
First-level cache error detection 

3-44 ' 
First-level cache organization, 3-35 
Floating-point accelerator, 1-6, 

3-33 
Floating-point accelerator data 

types, 3-33 
Floating-point accelerator 

instructions, 3-33 
Floating-point errors, 3-20 

G 

General local address space map, 
B-1 

General purpose registers, 3-3 
Global Q22-bus address space map 

B-5 ' 

H 

H3600-SA CPU cover panel, 2-6 
Halt, C-34 
HALT, 4-31 
Halt code messages, 4-96 
Halt dispatch, 4-4 
Halt entry, 4-2 
Halt entry, exit and dispatch, 4-2 
Halt exit, 4-3 
Halt protected space, 4-88 
Hardware detected errors, 3-26 
Hardware halt procedure, 3-28 
Hardware reset, 3-83 



HELP, 4-82 

I/O bus initialization, 3-83 
Information saved on a machine 

check, 3-19 
Initialization, C-84 
INITIALIZE, 4-84 
Initial power-up test, 4-6 
Instruction set, 3-9 
Instruction-stream read references, 

3-32 
Internal processor registers, 3-5 
Interprocessor communication 

register, 3-91 
Interrupt errors, 3-21 
Interrupt protocol, C-28 
Interrupts, 3-13, C-27 
Interval timer, 3-73 
Intrabackplane bus wiring, C-41 

K 

KA630CNF configuration board, 
2-7 

KA650 connectors, 2-3 
KA650 initialization, 3-82 

L 

LED codes, 4-10 
Load definition, C-87 
Locating a console device, 4-6 
Locating the RPB, 4-84 

M 

Machine state on power-up, 4-85 
Main memory addressing, 3-56 
Main memory behavior on writes, 

3-57 
Main memory control and diagnostic 

status register, 3-61 

Index-3 

Main memory error detection and 
correction, 3-62 

Main memory error status register, 
3-57 

Main memory layout and state, 
4-85 

Main memory organization, 3-56 
Main memory system, 3-53 
Memory controller, 1-6 
Memory expansion connector (J3), 

2-5 
Memory management, 3-11 
Memory management control 

registers, 3-12 
Memory management enable 

(MAPEN) register, 3-12 
Memory management errors, 3-20 
Memory refresh, C-34 
Memory system error register, 3-42 
Microcode errors, 3-21 
MicroVAX system support functions, 

1-7 
Mode switch set to Normal, 4-9 
Mode switch set to Query, 4-8 
Mode switch set to Test, 4-7 
Module contact finger identification, 

C-47 
MOVE, 4-85 
MS650-AA memory modules, 1-8 
MS650-BA memory modules, 1-8 

N 

Network bootstrap procedure, 4-75 
Network listening, 4-76 
NEXT, 4-89 
Nonoperating conditions greater 

than 60 Days, A-2 
Nonoperating conditions less than 

60 days, A-2 

o 
120-Ollm Q22-bus, C-37 



Index-4 

Operating conditions, A-2 
Operating system restart, 4-83 

p 

PFN bitman, 4-R6 

Physical sp~ci:fi~tions, A-I 
Power status, C-35 
Power supply loading, C-46 
Power-up, 4-5 
Power-up and power-down protocol, 

~35 

Power-up initialization, 3-83 
Preparing for the bootstrap, 4-68 
Primary bootstrap, VMB, 4-69 
Processor initialization, 3-83 
Processor state, ~2 
Processor status longword, 3-4 
Programmable timers, ~ 73 
PROM bootstrap procedure, 4-74 
Public data structures, 4-93 
Public data structures and entry 

points, 4-88 

Q 

Q22-bus electrical characteristics 
C-36 ' 

Q22-bus error address register, 
~98 

Q22-bus four-level interrupt 
configurations, C-32 

Q22-bus interface, 1-8, 3-84 
Q22-bus interrupt handling, ~93 
Q22-bus map base address register, 

3-94 
Q22-bus map cache, 3-89 
Q22-bus map registers, 3-86 
Q22-bus signal assignments, C-3 
Q22~bus to main memory address 

translation, 3-85 

R 

Read errors, 3-22 
References to processor registers and 

memory, 4-18 
REPEAT, 4-41 
Reserved main memory, 4-85 
Resident firmware, 1-7 
Resident firmware operation, 3-81 
Restoring processor state, 4-3 
ROM address space, 3-81 
ROM memory, 3-80 
ROM socket, 3-80 

s 
Saving processor state, 4-2 
Scatter/gather map, 4-86 
SEARCH, 4-42 ' 
Second-level cache, 3-44 
Second-level cache address 

translation. 3-47 
Second-level cache as fast memory, 

~2 

Second-level cache behavior on 
writes, 3-49 

Second-level cache data block 
allocation, 3-48 

Second-level cache error detection 
~1 ' 

Second-level cache organization, 
3-45 

SET, 4-45 
SHOW, 4-48 
Signal level specifications, ~6 
START, 4-53 
System configuration register, 3-94 
System configurations, C-42 
System control block, ~25 
System control block base register 

(SCBB), ~25 
System identification register (SID), 

~o 

System type register (SYS_TYPE), 
~1 



T 

TEST, 4-54 
Time-of-year clock, 3-72 
Time-of-year clock and timers, 3-72 
Timer control registers, 3-74 
Timer interrupt vector registers, 

3-77 
Timer interval registers, 3-76 
Timer next interval registers, 3-76 
Translation buffer, 3-12 
Translation buffer check (TBCHK) 

register, 3-12 
Translation buffer invalidate all 

(TBIA) register, 3-12 
Translation buffer invalidate single 

(TBIS) register, 3-12 
Trap, 3-16 

u 
UNJAM, 4-57 

v 
VM:B error messages, 4-99 

w 
Write errors, 3-22 
Write references, 3-32 

x 

Index-5 

x -Binary Load and Unload, 4-57 
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Your comments and suggestions will help us in our efforts to improve the quality of our publications. 

1. How did you use this manual? (Circle your response.) 

(a) Installation (c) Maintenance (e) Training 
(b) Operation/use (d) Programming (f) Other (Please specify.) _______ _ 

2. Did the manual meet your needs? Yes 0 No 0 Why? 

3. Please rate the manual on the following categories. (Circle your response.) 

Excellent Good Fair Poor Unacceptable 
Accuracy 5 4 3 2 1 
Clarity 5 4 3 2 
Completeness 5 4 3 2 
Table of Contents, Index 5 4 3 2 
Illustrations. examples 5 4 3 2 
Overall ease of use 5 4 3 2 

4. What things did you like most about this manual? 

5. What things did you like least about this manual? _________________ _ 

6. Please list and describe any errors you found in the manual. 

Page Description/location of Error 

Name _________________ _ Job Title, ______________________ _ 

Street _________________________ _ Company ____________________ _ 

City ______________ __ Department __________________ _ 

State/Country ___________________ _ Telephone Number _________________ _ 

Postal (ZIP) Code Date 

THANK YOU FOR YOUR COMMENTS AND SUGGESTIONS. 

Please do not use this form to order manuals. Contact your representative at Digital Equipment Corporation 
or (in the USA) call our DECdirect'" department at this toll-free number: 800-258-1710. 

c 1989 by Digital Equipment Corporation MYO 
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