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Sun Enterprise 220R and 420R
Product Notes

These Product Notes contain late-breaking product information that is not included

in the system documentation for the Sun EnterpriseTM 220R and 420R servers.

Included in these Product Notes are the following topics:

■ “About Solaris 2.5.1 Support” on page 1

■ “About the 360-MHz CPU Module for the Sun Enterprise 220R Server” on page 2

About Solaris 2.5.1 Support

SolarisTM 2.5.1 Hardware: 11/97 Operating Environment is now supported on the

Sun Enterprise 220R and Sun Enterprise 420R server.

In order to install Solaris 2.5.1 Hardware: 11/97 software on your Sun Enterprise

220R or Sun Enterprise 420R server, you must first use the Operating Environment

Installation CD that ships with these servers. This CD contains necessary kernel

patches required to successfully boot and install Solaris 2.5.1 11/97 and Solaris 2.6.

The Operating Environment Installation CD does not provide the software content

of the Solaris 2.5.1 release. You need to purchase the media kit for the Solaris 2.5.1

software.

Note – If you are installing the Solaris 2.5.1 software on a Sun Enterprise 220R

server configured with a 360-MHz CPU module, it is not necessary to use the

Operating Environment Installation CD.

If you already have the Solaris 2.5.1 Hardware: 11/97 software on an install server,

then you must run the Operating Environment Installation CD on this install server

first before any Sun Enterprise 220R or Sun Enterprise 420R servers can boot

successfully over the net.
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Use the following table to determine if you need to use the Operating Environment

Installation CD that ships with your server.

For more information on installing Solaris software for your Sun Enterprise 220R or

Sun Enterprise 420R server, consult the Owner’s Guide and the Setup and

Rackmounting Guide that ship with your server.

About the 360-MHz CPU Module for the

Sun Enterprise 220R Server

The Sun Enterprise 220R server is now available configured with a 360-MHz CPU

module. The 360-MHz CPU module is also available as a field-installed option

(X-option). If you wish to migrate a 450-MHz module to a different system and then

install a 360-MHz module in a Sun Enterprise 220R server, you will have to reset the

clock speed jumpers on the main logic board. For more information, read the

documentation that ships with the 360-MHz CPU module.

To determine if your Sun Enterprise 220R server is equipped with a 360-MHz CPU

module, watch the system banner during startup, or type the following at a

command prompt:

# prtconf -vp | grep banner-name

Note – Your documentation will state that your Sun Enterprise 220R server has a

450-MHz CPU module even if you purchased a unit equipped with a 360-MHz CPU

module. The documentation was printed before the 360-MHz CPU module was

supported.

Operating Environment
360-MHz Clock Speed:

Installation CD Required?
450-MHz Clock Speed:

Installation CD Required?

Solaris 2.5.1 No Yes

Solaris 2.6 No Yes

Solaris 7 No No
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